Class 55—Indicators and Recorders 


GLASS 55 


INDECATORS & RECORDERS 
INCLUDES: INDICATORS 
CA) VISUAL CCATHODE RAY) 
(8) DEPTH (SOUNDING? 
€C) RANGE 
CD) ALTITUDE 
RECORDERS (DEPTH, RANGE, ALTI- 
TUDE, HUMIDITY, TEMPERATURE) 


CONFIDENTIAL 


NAVSHIPS 900,109 


= 


oe 


BARE, FIRST ASSIGNED FOR | MAY DRAWING 


55000 RW BSF 178 
DEPTH INDICATOR 
WITH MASTER GOVERNOR, RANGE 30-400 
FATHOMS. (REDESIGN OF SE-3431), 


5/25/32 
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: 3.551 


[ott [rear asin rox | AGRON, | HAAS. —_|rnsr assioneo von | oHARLROA, _| 


cau 55008 NN SSRESSFIOS2A 


REPEATER DEPTH INDICATOR 


CBM 55015-A QBA & QBA-1 
INDICATOR-R ANGE 

MODIFIED BY NEW RED LIGHT TRANSFORMER 
AND KEYING CIRCUITS. 


2/1/34 
V/V7/39 
on NOW tt NOV. 41 
, 
RW- 55001 NG RW SSF 182 cou55009 = -NM-t 55RESSFIOSOA 
: RESSF 
DEPTH INDICATOR : cay 55016 NH-lo SSRESSFIOSGA 


COMBINED ORIVING, RECEIVING AND INDICAT- 
ING UNIT FOR MODEL NG ECHO SOUNDING 
SYSTEM, 


8/11/32 


DEPTH INDICATOR RECORDER 


IND ICATOR-RECORDER 


3/21/34 
12/20/34 $54-C 
NOV. 41 NOY. 41 NOV. 41 
55002 GENERAL USE RE 5S5A 132 cam 55010 Qc-2 SSRESSFIOGGA crv 55017 HM-3 @ GC-3 1ORE 55J1068A 


ECHO RANGING STOP-WATCH. 


RANGE INDICATOR 


INDICATOR - RANGE 


10/9/33 7/7/34 = 609 5/3/35 K-823551 
NOV. 41 NOV. 41 NOV. 41 
RA- 55003 =NG-1 RA SSF 222 cBN 55011 =—-NM-2 SSRESSFIOGSA cry 55017-A WM-3 & QC-3 TORESSJI068A 


DEPTH INDICATOR 
COMBINED ORIVING, AMPLIFIER AND POWER 
UNiT. 


DEPTH !NDICATOR-RECORDER 


INDICATOR - DEPTH 
SAME AS CRV-55017 EXCEPT DIAL HARKING. 


10731735 7/7134 5/8/35 K-823551 
NOV. 41 WOV. 41 NOY. 41 
: ; coy 55004 os S5RE SSFIOSSA RA- 55012 X08 RA SSF 225 crv°55018 NM-3 TORESSJIOG9A 
iia DEPTH AND RANGE INDICATOR INDICATOR-DRIVER-AMPLI - RECORDER - DEPTH 
FIER. : 
2/1/34 F/3134 5/8/35 K-623553 
NOV. 41 WOv. 41 NOV. 41 
can 55005 ec S5RESSFIOS3 cam 55013 Qc-1 SSRESSFIOS9A cau 55019 ac-4 5SRESSFIOV2ZA 
: HASTER RANGE INDICATOR IND 1CATOR-RANGE RANGE INDICATOR 
-~ 
2/1/34 552 14/28/34 552C 12/10/35 600-C 
a NOV. 41 NOV. 41 NOV. 43 
‘ons 
cen 55006 qc SSRESSFIOSS cen 55014 NG-2 SSRESSFIOST7A CaN 55019-A Qcc-1, QcD-1 
REPEATER RANGE INDICATOR INDICATOR - DEPTH INDICATOR, RANGE 
EX-35019 WITH NEW REO LIGHT TRANSFORMER 
: AND MODIFIED KEYING CIRCUIT. 
te 


2/1/34 855 


12/14/34 600 


1/17/39 600 E MOD. 


wOov. 41 NOV. 41 NOV. 41 
cen 55007 NM 55RESSFIOSI cam 55015 QB-t SSRESSFIOSSA can 55020 NN-4 55RESSFIOTZ2A 
MASTER DEPTH INDICATOR AND INDICATOR - RANGE DEPTH INDICATOR 
RECORDER. 
a 
2/1/34 12/14/34 600A 12/10/35 600-0 
NOV. 41 assiansy|  NOVs 41 Tssianep| NOV. 41 
ISSUED. HSSUED F 
as [oave | “RWEAGOIREES | AANHEACTRAE pare | MAMVARTHRAE® | AMANHIACTIUNER care | MARVAGTUAIE | RANA | 
CONFIDENTIAL NAYSHIPS 900,109 


i 


3.55-2 


ool eaTion 


cen 55021 WM-5 SSRESSFIOTOR 
DEPTH INDICATOR 


(HO RECORDER) 


2/26/36 704 
nov. 44 


en 55022 * SEE BELOW SSRESSFIOZ7OA 
RANGE INDICATOR 

CSUM¢(LAR TO CBM 55021 EXCEPT DIAL CALI- 
BRATED JN YAROS AND HAS KEYVING RELAY). 
(mPuUT 440 VOLT, AC. 


* ec-5 @ Qc-5b. 
2726/36 609A 
wov. <1 


can 55023 QC-5a SSRESSFLOTZIA 
RANGE INDICATOR 
SAME AS 65022 EXCEPT INPUT 220 VOLTS, 


AsC. 


2/26/36 6098 
Wov. 41 


cen 55024 WH-6, Ga & 7 SSRESSFIO77A 
DEPTH INDICATOR 
0-200, 0-2000 FATHOMS. 


4/23/36 722 
mov. 41 


cen 55025 NH-59 SSRESSFIOS4A 
DEPTH INDICATOR 


0-200. 0-2000 FATHOMS. 


WtsUbs36 722A 
WOY. 41 


cen 55026 MH-49 
DEPTH INDICATOR 
SIMILAR TO CB4-55020 EXCEPT NO WHITE 
LIGHT; NEON LAMP USED FOR BOTH SHOAL 
& DEEP. 


SSRESSFIOTSA 


12/28/36 600-C 
woVv. 41 


cam 55027 NM-7 
DEPTH RECORDER - (SURVEY 
BOATS), 


SSRESSFIOTIA 


12/28/36 741 
WOV. 41 


cen 55028 Qc-la S5RESSF1IO80A 
RANGE INDICATOR 

OES. DIV. 19 - RANGE 1000 & 5000 YDS, 
SIMILAR TO 55025 AS TO MECHANISM BUT HAS 


(TS OWN CASE & OPERATES ON 220 VOLT. 


12/28/36 722 B 
wov. 41 


[__ ears] Mpaaornsr | 
NAVSHIPS 900,109 


SOTO ATUE Gh 


FIRST ASSIGNED FoR | gHAYLARAWINS, y 


ee Se 
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CHa [iat Asstene ror | otAMEGRHGN 


CBN 55028-A QC-ta, QC-tb SSRESSFIOISA 
RANGE INDICATOR 

MODIFIED -55028 BY REPLACEMENT OF RED 
LICHT TRANSFORMER & RECONNECTION OF 
KEYING SYSTEM. 


2/13/39 SK-3936 
woV. 41 


cou 55029 QC~6, QC-6a S5RE55JI089A 
RANGE INDICATOR 
RANGE 1000 & 5000 YAROS, 


VI/I7/37 722 E 
wov. 41 


CBN 55029-A QCB & QCB-1 SS5RE5SII092A 
INDICATOR 

2 SPEED TYPE SINtLAR TO -55029 EXCEPT 
OMISSION OF REFERENCE TO "RANGE" EN- 
GRAVItNG OF TERMINAL PANELS AND CHANGES 
IN SUB-ITEMS AS REQUIRED BY THE SPECI- 
FICATIONS; A PART OF TYPE ~78070 iW- 
O'CATOR AMPLIFIER CONTROL UNIT. 

6/7/32 722 « SK-37818 

WOoV. 41 


cou 55029-8 cu & QcK SSRESSJSIOGA 
INDICATOR 

SI{MILAR TO CBM-55029A EXCEPT FOR THE 
INCLUSION OF A MOTOR-GENERATOR START- 


STOP SWITCH AND OTHER MINOR CHANGES. 


11/1/38 722 J 
wOoV. 41 


SK-37818 ALT O 


CBM 55029-C QCJ-1, QCK-1 SSRESSJIIISA 
INDICATOR 

2 SPEED TYPE: 0 TO 1000 YA2DS AND O TO 
$000 YARDS. SIMILAR TO NAVY TYPE 
-580298 EXCEPT FOR SLIGHT CHANGE IN 
OVER-RUNNING CLUTCH, 


1/19/40 7228 6913 ALT 0 
wov. 41 
CBN 55029-D Qcr-1 SSRESSJISO7A 


INDICATOR 

2 SPEEDO TYPE: O TO 1000 YARDS & O TO 
$000 YAROS; SIMILAR TO NAVY TYPE -55029C 
EXCEPT INCLUDES A MODULATOR ON-OFF 
SWITCH, THE AODITION OF ZERO POSITION 
CONTROL ON THE FRONT PANEL AND CHANGE !6 
TERMINAL ENGRAVING, 

¥/49/40) 72244 

wOV. 41 


CBN 55029-E QCu-3, QCL-2 SSRESSJIIIBA 
INDICATOR 

2 SPEED TYPE: 0 TO 1000 YARDS & O TO 
$000 YARDS; SIMILAR TO NAVY TYPE -550290 
EXCEPT FOR CHANGE IN WIRING, TYPE OF 
MODULATOR SWITCH ANO ADDITION OF PILOT 
LIGHT TO INDICATE MODULATOR POWER. 

UNPUT 1158/1760. 

1/19/40 722 AB 

AUG. 42 


ces 55029-F * SEE BELOW SSRESSJIINZA 
INDICATOR 

2 SPEED TYPE: 0 TO 1000 YARDS & O TO 
5000 YAROS; SIMILAR TO NAVY TYPE CaM- 
550290 EXCEPT FOR TERMINAL ENGRAVING. 


* QCA-1, QCB-2, 3, QCE-2, 3. 
2/20/40 722 2 . 
mov. 4) 


CNG [rier assionto ron | AMARA, | 


cen 55030 NM-8 S5RESSJIOSIA 
DEPTH INDICATOR 


0-200, 0-2000 FATHOMS. 


1/22/37 7220 
wov. 41 


cee 55034 Qc-7 
RANGE INDICATOR 
2 RANGES O TO 1000 & O TO S000 YARDS. 


SSRESSFIOSOA 


11/22/37 722 0 
WOV, 41 


CBM 55031-A QCH 
INDICATOR 

SIMILAR TO -55031 EXCEPT FOR TERMINAL 
ENGRAVING AND MINOR MECHANICAL CHANGES. 


SSRESSJIIOSA 


8/9/38 722 0 
MOV. 41 


SK-3805A 


cey55031-8 QcH-!1 
INDICATOR 

SIMILAR TO -55051A4 EXCEPT SLIGHT 
HOOIFICATIONS TO THE OVERRUNNING CLUTCH. 


SSRE 55J 1116 


8/26/39 722 R 
Dec. 41 


CBM36898 ALT O 


cen 55032 NH-9 
DEPTH INDICATOR 
SAME AS 55030 EXCEPT FOR RACK MOUNTING. 


SSRESSJIO8SA 


12/21/37 755F 
wWOV. 41 


cex 55033 NM-10 
DEPTH INDSCATOR 

2 SPEED 0 TO 200 AND O TO 2000 FATHONS. 
SAME AS TYPE -55032 EXCEPT FOR ADDITION 
OF ZERO CONTROL ADJUSTMENT KNOS ON FRONT 
PANEL, TERMINAL PANEL ENCRAVING, CASE & 
MINOR MECHANICAL CHANGES. - 


SSRESSJTIOOA 


8/9/38 722 6 
WOV. 413 


SK-3993 A 


CBM 55033-A * SEE BELON SSRESSJITOBA 
DEPTH INDICATOR 
SIMILAR TO -55033 EXCEPT MINOR CHANGES 
IN COMPONENTS. 


# MM-13 & MM-13a. 
$/22/39 722 P 6888 ALT O 
wov. 41 68389 ALT O 


cen 55034 acc, Qco SSRESSJIOQISA 


INOtCATOR 
2 SPEED SIMILAR TO -55029A EXCEPT IT IS 
SEPARATELY HQUSED. IN REAR OF INDICATOR 


1S MOUNTED A -20062 REC-AMP POWER UNIT. 


8/12/38 722 N 
wOV. 41 


care | ARMAS? MENTATA | 


CONFIDENTIAL 


MAGA [Fins assicnep ron | RASH, 
CBM 55034-aA QCK-2 SSRESSJI09S 
INDICATOR MODIFIED 


MODIFIED IN ACCORDANCE WITH SUBMARINE 
SIGNAL CO. PLAN, 


1/2/40 722 N 6940 ALT 0 
NOV. 41 MODIFIED 


csu 55035 NH-11 SSRESSJIO99A 
DEPTH INDICATOR 

2 SPEED. 

9/16/38 722 L SK-3993 B ALT 0 
NOV. 41 q 


cen 55036 ges 
RANGE INDICATOR 
EX-CBM 55022 MODIFIED TO OPERATE ON 118 
VOLT, 60 CYCLE, SINGLE PHASE & REMOVAL 
OF PARTS & INSTALLATION OF. 

& 


4/17/39 
NOY. 41 


Ra- 55037 Kas 
RANGE INDICATOR & 
GYRO-COHPASS REPEATER UNIT. 


5/12/39 = 
NOY. 41 


cen 55038 WAA 

INOICATOR 

RANCE 1000 TO 5000 YARDS. SIMILAR TO 
-§50298 EXCEPT FOR TERMINAL ENGRAVING, 
ONESSION OF MOTOR GENERATOR START-STOP- 
SWITCH AND ADDITION OF RANGING-SOUNDING 
SWITCH. 


8/9/39 722, 0 SK-3781D ALT 0 
wOV. 41 


com 55039 WAA 

INDICATOR 

2 SPEEDO. O TO 200 & O TO 2000 FATHOMS, 
SIMILAR TO -55033A EXCEPT TERMINAL 
ENGRAVING & CHANGE TN WIRING FOR RANG- 
ING - SOUNDING SWITCH, 


8/9/39 722 T 6921 ALT O 
NOV. 41 

cem 55040 NM-12 BSRESSJI109 
INDICATOR 


2 Sptz0; 0 TO 200 & O TO 2000 FATHOMS; 
SAME AS -55035 EXCEPT FOR IMPROVED OVER- 
RUNNING CLUTCH; INCLUDES COMBINED METHOD 
SELECTOR SWITCH. 


10/16/39 722 Q CBM:6893, 722 Q 
WAR. 44 


crv 55041 QCu-2, & QCL 

INDICATOR 

DUAL RANGE: O TO 1050 YAROS & O TO 5000 
YARDS. REVOLVING MIRROR, LIGHT VALVE 
TYPE. 


2/1/40 
wav, 41 


DATE [ MANUARTI BERS SETA RUA 


665197 O - 45 - 64 
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SG [rnsr assoneo vox | HARGAYAG _| 


Rata ose ASSIGNED FOR oR. | 


cam 55042 WaB S5RE 55J 12h 
INDICATOR - RECEIVER 

AMPLIFIER. CONSISTS OF NAVY TYPES 
CBM-200598 RECTIFIER POWER UNIT, CBM- 


46079 RECEIVER AMPLIFIER AND CB8M-55043 


INDICATOR. 

4/12/40 767 6 CB4:7676 ALT O 
AUG. 42 

cen 55043 = Wa BSRE S6U 1122 
INDICATOR 


2 SPEED TYPE O TO 200 & 0 TO 2000 
FATHOHMS. SIMILAR TO NAVY TYPE CBM- 
$5040 EXCEPT FOR ADDITION OF A THREE-WAY 
SOUNOENG-RANGING CONTROL SWITCH AND 
INCIDENTAL CIRCUIT CHANGES REQUIRED FOR 
THES METHOD OF OPERATION. 


4/42/40 722 aD CBMI7Z2A0 

AUG. 42 

can 55044 WAB SSRE S5J 1123 
INDICATOR 


2 SPEED TYPE - 0 TO 1000 & O TO 5000 
YAROS. SIMILAR TO NAVY TYPES CBM-55029C 
EXCEPT FOR ADDITION OF A THREE-WAY 
SOUNOING-RANGING CONTROL SWITCH & INCI- 
DENTAL CIRCUIT CHANGES REQUIRED FOR THIS 
METHOD OF OPERATION. 


4412/40 722 AC CBMs 722AC 
AUG, 42 
cex 55045 NH-15 SSRESSITIND 


SOUNDING INDICATOR 
2 SPEED TYPE; 0 TO 200 & O TO 2000 
FATHOMS. 


7/24/40 722X SK-60,001 ALT 0 
HAR. 42 MODIFIED 
cen 55046 NM-16 SSRESSIII20A0 


SOUNDING INDICATOR? 
2 SPpeeD TYPE, O TO 200 & O TO 2000 FATH- 
OHS 


7/24/40 CBHr722Y CBMSSKETCH GO, 
SUNE 42 Oot ALT O 


cb8M 55047 * SEE BELOW 

SOUNDING INDICATOR 

0 TO 400 FATHOMS, UNIT CONSISTS OF A 
NAVY TYPE +55022 AS MODIFIED BY CHANGING 
OIAL AND CIRCUIT ARRANGEMENT TO PERMIT 
ITS USE WITH THE APPLICASLE EQUIPMENTS. 


*ONM-14 6 NM-148. 
9/5/40 4826 $K-4675 
NOV. 41 


ceu 55048 * SEE BELOW 

SOUNDING INDICATOR 

0 TO 400 FATHOMS. UNIT CONSISTS OF A 
NAVY TYPE -55010 AS MODIFIED BY CHANGING 
DIAL. AND CIRCUIT ARGANGEMENT TO PERMIT 
ITS USE WITH THE APPLICAZLE EQUIPMENTS. 


® WM-T4 SERIES. 
10/16/40 SK-4625A 
NOV. 41 


can 55049 ® SEE BELOW 

SOUNDING INDICATOR 

0 TO 400 FATHOMS. UNIT CONSISTS OF A 
NAVY TYPE -55913 AS MODIFIED 6Y CHANGING 
DIAL AND CIRCUIT ARRANGEMENT TO PERMIT 
HTS USE WITH THE APPLICABLE EQUIPMENTS. 


*® NM-14 SERIES. 
10/16/40 SK-46258 
NOV. 43 


cen 55050 NJ+t 

SOUNDING INDICATOR-RE- 

COROER. INDICATOR-RECORDER, 0-200 FEET 
SHOAL; 0-200 FATHOMS OEEP, DEAL AND 
RECORDER STYLUS ORIVEN BY SINGLE MOTOR 
THROUGH SELECTIVE GEARS TO PERMIT SHIFT 
FROM SHOAL RANGE OPERATION TO DEEP RANGE 
OPERATION, SIMULTANEOUS INDICATION OF 


10/19/40 712 K SK-4687 SUB O 
NOV. 41 
DEPTH BY RED LIGHT AND 55050 
RECORD. 


cea 55051 NK 

PORTABLE SOUNDING RECORDER: 

INPUT 12 VOLTS AT 10.5 AMPS. CONTAINS 
RECORDER MECHANISM, ORIVER AND RECEIVER- 
AMPLIFIER. RANGE OF RECORDING: 3 TO 55. 
35 10 90, 70 TO 125, 105 TO 160 FEET ON 
SHOAL SIDE; 3 TO 55, 35 TO 90, 70 TO 325 
405 TO 160 FATHOMS ON DEEP SIDE. 


10/19/40 8088 SK-4508 ALT 0 
NOV. 41 
cen 55052 QCM-t, 2 SSRESSUTISS 


INDICATOR: 2 SPEED TYPE? 

0 TO 1000 YAROS AND QO TO $000 YAROS. 
SAME AS TYPE COM-55031B EXCEPT FOR 
CHANGE IN SUB ITEMS TO PROVIDE SCREW- 
DRIVER AQJUSTMENT OF SIGNAL LENGTH CON- 
TROL AND REMOVAL OF ZERO SIGNAL POSITION 
CONTROL TO INTERIOR OF THE CASE. 
10/22/40 222Vv 6969 ALT O 

NOV. 41 v22V 


cam 55053 NJ-2 

SOUNDING-INDICATOR ~ 

RECORDER. INDICATOR-RECORDER, O TO 200 
FT SHOAL, 0 TO 200 FATHOMS DEEP. DIAL 
AND RECORDER STYLUS ORIVEN BY SINGLE 
MOTOR THROUGH SELECTIVE GEARS TO PERMIT 
SHIFT FROM SHOAL RANGE TO DEEP RANGE 
OPERATION. SIMULTANEOUS INOICATION OF 
10/26/40 712 L SK-4687 ALT 0 
NOV. 41 


DEPTH BY RED LIGHT & RECORD. 55053 
SAME AS C8M4-55050 EXCEPT LINE VOLTMETER, 
RELAY COtL & GEAR SHIFTING SOLENOID 

ARE FOR $15 YOLT OC OPERATION. 


cam 55054 Wea RE 55J 11248 
INDICATOR 

CONVENTIONAL TWO MOTOR, TWO SPEED IN- 
DICATOR HAVING RANGE OF 0-1000 AND 
60-5000 YARDS. 


10/29/40 722 60009 ALT 0 
MAR. 43 
cau 55055 WBA RE S5J 10258 


SOURDING INDICATOR 

SINGLE SPEED, O TO 200 FATHOMS BY 
PAUTOMATIC™ METHOD, AND S50 TO 1000 FAT- 
HOMS BY "SEMI-AUTOMATIC™ METHOD. 


10/29/40 704A 60016 ALT O 
MAR. 45 


ee 


CONFIDENTIAL 


NAVSHIPS 900,109 


NAVY DR. ING 
‘OR SPEC RAN 10M 
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| FIRST ASSIGNED FOR 


) 
& 
o 
z 
>. 
ps 
3 
= 


crv 55056 CXAX 
RECEIVER INDICATOR 
FREG, RANSS: 14 TO 32 KC. DELIVERS 600 


KoW OF AUO}O TO A 600 OHM LINE, 


12/19/40 DX-273236 REV O 
NOV. 41 

cam 55057 WAB=1 

SOUNDING INDICATOR 


MODIFIED C3%-55022 RANGE INDICATOR BY 
INTERNAL WIRING. 
1/15/41 SK-4717A SK-4675 ALT 0 
NOV, 41 
cox 55058 WAC 
SOUNDING INDICATOR 
DIFFERS FROM C3%-55057 IN INTERNAL 


WHRING WHICH 1S FIXED BY THE OTHER UNITS 
OF THE EQUIPMENT. 


1/15/41 
NOV. 41 


SK~4717 4675 ALT O 


cay 555059 WOA 

RANGE INDICATOR 

2 SPEED TYPE: 0 TO 1000 YDS AND O TO 
5900 YARDS. SAME AS 55052 EXCEPT FOR 
THE AODITION OF A CONTROL SWITCH FOR 
TRANSFER OF CONTROL OF RANGING METHOD QC 
OR OB, AND FOR TRANSFER OF RANGING TO 
SOUNDING OPERATION. 


] 

4/4/46) 722 AE 60064 ALT O 
: wOV. 41 

{ cou 55060 NHB-2 

SOUNDING INDICATOR 

2 SPEED TYPE: O TO 200 8 O TO 2000 
FATHOMS, IDENTICAL WITH 55046 EXCEPT 


FOR CHANGE 
RANGEMENT, 


IN TERMINAL PANEL AR- 


NUMBER OF TERMINALS, AND 


( 


WISING IN ORDER TO PERMIT USE OF RECOR- 
DER IF PART OF COMPLETE EQUIPMENT. THIS 
4/7/41 722 AG 60,057 ALT O 
NOV. 43 


UNIT CAN BE INTERCHANGED 55060 
ELECTRICALLY AND MECHANICALLY WITH 
55946 BY ADDITION OF JUMPERS ON THE 
TERMINAL PANEL. 


cen 5.5061 NHB-2 

RECORDER 

OPERATES FROM 4115 VOLTS AC. A SINGLE 
MOTOR 1S USED TO DRIVE THE KEYING MECH- 


ANISM AND RECORDER STYLUS. RECORDER 


NT armas | | 


on TREN 


|resr ASSIGHED FOR 


NEON FLASH, SEMI-AUTOMATIC 55062 
BY CONTINUOUS GLOW. 

crv 55063 NMB-1 

AMPLIFIER-!NDICATOR 

RECORDER. FREQUENCY RANGE: 17 TO 19 KC. 
INPUT FMPEDANCE 100 OHMS. AUDIO OUTPUT 
IMPEDANCE 600 OH%S. AUDIO OUTPUT POWER 
300 MW. INPUT: 115 VOLTS. 60 CYCLES, 
SINGLE PHASE, 200 WATTS. 

4725741 W-303332-1 

WOV. 41 suB 0 

cov 55064 NMB 

INDICATOR RECORDER 

INOICATOR MECHANISM IOENTICAL WITH COM- 
55046, RECORDER SECTION CONSISTS OF TWO 


STYLUS ARNS DRIVEN BY THE INOICATOR 
MECHANISH. RECORDINGS ARE MADE ONLY ON 
200 AND 2000 FATHOM RANGES, WITH RECORD: 
ENGS QCCURING ONE-HALF AS OFTEN AS RED 


4428/41 838 60078 ALT O 
Rov. 41 

LIGHT INOICATION, PAPER 55064 
FEEO = 0.004" PER RECORDING. 

crv 55065 WEA 


ENDICATOR-RECEIVER UNIT 
RECEHVER COVERS RANGE OF 
DELIVERS 600 MW OF AUDIO INTO A 600 OHM 
LINE. INOICATOR HAS TWO SCALES, O TO 
1000 AND O TO 3000 YARDS. SIMILAR TO 
55055 EXCEPT FOR INPUT TRANSFORMER, 


144 TO 32 KC, 


5/3/41 HI -8964 W-303375-3 
NOV. 41 sub 1 

cee 55066 NK-1 

SOUNDING, RECORDER 

INPUT 6 VOLTS AT 21 AMPS. CONTAINS 
RECORDER MECHANISM, DRIVER, AND 


RECEIVER AMPLIFIER. RANGE OF RECORDING: 
3. TO 200 FEET (SHOAL). (SIMILAR TO CBM- 


55051). 

5/16/41 8086 SK-45086 
NOV. 41 

com 55066-a NK-3 


SOUNOING RECORDERS 
INPUT 6 V AT 24 AMP, CONTAINS RECORDER 
MECHINISM ORIVER AND RECEIVER AMPLIFIER. 


MARKED FOR RANGES OF 0 TO 55067 
190 FEET AND 0 TO 190 FATHOMS. RE- 
CORDING AND RED LIGHT INDICATIONS 
SIMULTANEOUS, RECORDINGS 1/4 AS OFTEN 
AS REO LIGHT. 


cen 55068 Ny-3 

INDI CATOR-RECORDER 

INPUT 95 WATTS AT 118, 230 OR 440 V, 60 
CYCLES, SINGLE PHASE. INDICATOR SCALES 
CALIBRATED O TO 400 FATHOMS AND 0 TO 400 
FEET. SWITCH ALLOWS SOUNDINGS AT TWICE 
SCALE READINGS, 0 TO 800 FATHOMS AND O 
TO 800 FEET. PAPER FEED 1S 0.004" PER 
8/5/41 = 7120 SK-4895, ALT 1 
NOV. 41 


SOUNDING, DRIVEN FROM INDI- 55068 
CATOR MECHANISM. DOUBLE STYLUS ON 
RECORDER PERMITS ONE RECORDING FOR EVERY 
RED LIGHT INDICATION. 


« 


can 55069 * SEE BELOW 
RECORDER, PLOTTER 

WET PAPER TYPE, RECORDS O TO 
TO 2500 YAROS. 


10G0 AND O 


(NOS-91663). 
* GENERAL UNDERWATER SOUND USE. 


9/30¢41 CANS 811947 
RAR. 44 REV O 

can 55070 GEN UW USE 

RECORDER: 

WET PAPER TYPE RECORDS 0 TO 1509 8 0 TO 
3750 YARD, {(NPUT: 115/1/60 AT 0.3 AMP, 
20 WATTS. 

1/24/42 CAN?811947 
‘AUG. 44 REV O 
CAN55070A SEE BELOW 


RECORDER: WET PAPER TYPE 

RECORDS O TO 1500 AND O TO 3750 ¥ARDS. 
Sam€ AS -55070 EXCEPT THE DATA SCALE 
UNCLUBES MARKINGS AND ENGRAVINGS FOR 
BOw COMPENSATION AS WELL AS ASTERN CON: 
PENSATIiON. 
GENERAL USE- 
6/2/42 

iHAR, 44 


UNDERWATER SOUND. 
CAN: 811947 
REV O 


can 55070-8 NOS-98333 


RECORDER: WET PAPER TYPE, 
RECORDS O-1500 AND 0-3750 YOS. SAME AS 
-55070 EXCEPT THE DATA SCALE INCLUDES 


RANGE OF RECORDING: 3 TO 200 FT (SHOAL). MARKINGS FOR BOW COMPENSATION AS WELL 
; hive 
ee Papen at ea eon A a P SAME AS GASIC NUMBER EXCEPT INCLUDES TwO AS ASTERN COMPENSATION, RELATIVE SPEED 
STARTING ST NCHRONOY 7 re RANGED? VIBRAPACK UNITS WITH FUSES INST&AD OF SCALE INCLUDES ENGRAVING FOR EVERY KNOT 
pre dina 400 FATHO Sod gee ALG. 0 THO DYNAMOTORS. UP TO 20, PIPE TAPPED HOLES REDUCED FROM 
pa 8 3/26/45 CBM: 808F CBM:Sk-4508C 10/26/42 CANS3I1947 
: JUNE 43 ALT 0 HAR. 44 REV O 
. ce¥ 55062 CXAY ceu 55067 Nu-4 can55070-8 
INDICATOR INDI CATOR-RECORDER 
SCALE RANGES OOF. O-1O=1000. ANDO V6! S000 5 TO 3. WIRING CIRCUIT ALTERED SO THAT 
ARDS’, TROGEATING DEVICES” TWO-LUCITE PNEOT U9 YOGTS: ACs OTHE UNDILCATOR,, HAS GROUND CIRCUIT OF RECEIVER AMPLIFIER 
jue COvaTieccebareutRipiccee Ake oReR: THO. SPEED ORANGES) S.CAGE (I ANGES CALS MUST BE BROUGHT TO TERMINAL 56, USES 6X5 
; S + ARE BRATED 0 TQ 200 FEET AND 0 TO 200 : . 
PED BCA SINGCE PURSE LeU SETCLE 2S Galz ‘ f CT AS SIGHAL RECTIFIER INSTEAD OF RECTOX 
ae FATHOMS. RECORDER ARNS DRIVEN BY ENDI- KITS CEERURLCHUMAEREATOUT “AND UP. OF 
CHRONOUS MOTOR THROUGH & BELT DRIVE. CATOR SYNCHRONOUS MOTOR. RECORDER PAPER eeeaa} 
AUTOMATIC INDICATIONS BY INSTANTANEOUS DRIVEN BY SYNCHRONOUS CLOCK MGVERENT®: 
: 3 
ALC VEA) 828 Siena @s dab TO sviTsat B12 Sk-4891 ALT I 
NOt e asuansp| NOV. 41 
oe HS$vED 
F, © e e 
[are | -SYHARTNCS | AANRRCTHNEEA, pare | MAMARTHBEES Prema ititiy pare | MRUWESGTHANE® | AANHTATRUMED, il 
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[HAM Trust assicnno rox | GRRE | SENTSRIS. [ruse asuenen rox | KAMARA, | 


can 55070-¢ 

RECORDER: 

VOENTICAL TO CAN-55070-8 EXCEPT INCLUDES 
AUTOMATIC BIAS CIRCUIT, 


12/22/42 CAN?811947 
MAR. 44 REV 0 
55071 


UNASSIGNED, 


MAR. 42 


cc- 55072 SH 

ANTENNA SYNCHRO INDICATOR 
O°TO 360° IN CNE DEGREE STEPS. 
(2 SYNCHROS) 


2/9/42 M-7763636 Gi CG3T-7662009 
MAR. 42 


cc- 55073 SH 
ANTENNA SYNCHRO INDICATOR 
(1 SYNCHRO, 1 STEP-BY-STEP) 


2/9/42 8-7763656 G2 
HAR. 42 


cry 55074 AYBAYB-A 

ALTITUDE INDICATOR? 

CONSISTS OF A O TO 6 MA OC METER HAVING 
270° ROTATION, CALIBRATED GETMEEN O AND 
400 FEET. CASE IS STANDARD AN TYPE 
HAVING FOUR MOUNTING HOLES ON A 5-1/2" 
DIAMETER. 


3/13/42 CRVSM-253155 
HAR. 43 REV 4 


cRV55074A AYB-1 

ALTITUDE INDICATOR: 

CONSISTS OF A 0 TO 6 MA OC METER HAVING 
270° ROTATION, CALIBRATED BETWEEN O AND 
400 FEET. CASE IS STANDARD AN TYPE 
HAVING FOUR MOUNTING HOLES ON A 3-172" 
DIAMETER, SAME AS TYPE -$5074 EXCEPT HAS 
A STANDARDIZED SCALE AND AN OFF-ON SWITCH 
3/19/42 

APR. 42 


can 55075 QFA 
INDICATOR: 


3/19/62 
APR. 42 


can 55076 QFA 

RECORDER: WET PAPER TYPE 

RECORDS O TO 1$00 AND O TO 3750 YARDS. 
SAME AS TYPE CAN-55070 EXCEPT FOR CABLE 
CONNECTOR PLUGS. 


B/19F42 CAN: 811947 
HAR. 44 REY O ASSIGHED 


ENGR > [Fast assignen ror | WADE QRAWING, 


CaN 55076a QFA-1 

RECORDER: 

WET PAFER TYPE, RECORDS 0 TO 1500 & O TO 
375:0 YAROS, SAME AS -55076 EXCEPT THAT & 
BOw THROWER SCALE HAS BEEN ADDED. 


8/24/42 CANSBI1947 
RAR., 445 REY Oo 


can 55076-8 QFa 

RECORDER 

WET PAPER TYPE. RECORDS 0 TO 1500 AND O 
TO 3750 YAROS. SAME AS CAN-55070C EXCEPT 
HAS VACUUM TUBE RECTIFIER INSTEAD OF 
COPPER OXIDE UNIT AND HAS AUTOMATIC 
SELF-BIASING UNIT. 


2/23/44 CAN:811947 
MAR. 44 REV. O 


cau 55077 WCA 

SOUNDING INDICATOR: 

SCALE RANGES ARE 0 TO 400 FATHOMS AND 0 
TO 2000 FATHOMS. THO SPEED TYPE. 
SUMULAR TO TYPE CBM-55046 EXCEPT FOR 
NUMBER AND TYPES OF CONTROLS. INPUT 
32041760, -75 AMPS, 40 WATTS. 


4/5/42 722AH CBN360095 
WAR. 43 ALT 0 


cen 55078 WCA 

RANGE INDICATOR: 

SCALE RANGE 0 TO 5000 YAROS. SINGLE 
SPEED TYPE. % INPUT 3120/71/60, 275 AMPS, 
40 WATTS. 


4/5/42 609C CB4260093 
WAR. 43 ALT I 


cre 55079 ato 
REMOTE INDICATOR UNIT? 


4/9/42 CRRICS7I74B 
JUNE 42 


ces 55080 WEA-2 

END ICATOR: 

DUAL RANGE TYPE, TWO CONCENTRIC DIALS, 
CALiZRATED O TO 1000 YARDS AND O TO 5000 
YAROS, REVOLVING NEON TUBE IS USED FOR 
THE SHORT SCALE INDEX. LONG SCALE INDEX 
1S A REVOLVING WHITE INDEX MARK, INDI- 
CATION BEING EITHER AUDIBLE OR VISUAL. 


4/15/42 CBM2884 cem:60134 
SUNE 42 ‘ ALT O 
CONTROLS ARE RANGE cay55080 


SELECTOR, EQUIPMENT POWER 
AND MOTOR GENERATOR - PUSH-BUTTON STA- 
TION, VISUAL AUDIZLE SHITCH, AND INDI- 
CATOR SENSITIVITY CONTROL. 


cam 55081 QBE, GBE-1 

INDICATOR: 

DUAL RANGE TYPE, TWO CONCENTRIC DIALS, 
CALI3RATED 0 TO 1090 YARDS ANO O TO 5000 
YARDS. REVOLVING NEON TUBE 1S USED FOR 
THE SHORT SCALE INDEX. LONG SCALE INDEX 
tS A REVOLVING WHITE INDEX MARK, INDI - 
CATION BEING EITHER AUDIZLE OR VISUAL, 
$/20/42 COM: a84a CBM:SK-5295 
Oct. 42 ALT O 


ASSIGHID 
ISSUED 


CONTROLS ARE RANGE 8755081 
SELECTOR, EQUIPMENT POWER 

SWITCH, VISUAL-AUDIZLE SWITCH, AND INO1- 
CATOR SENSITEVITY CONTROL. SIMILAR TO 
C8M-55080 EXCEPT THAT CASE 1S OF BRONZE, 
HOTOR-GENERATOR AND EQUIPMENT PUSH BUT- 
TONS HAVE BEEN OMITTED, ANO A TOGGLE 
SWITCH ADDED FOR EQUIPMENT ON-OFF. IN- 
PUT: 115/1/60, 1.6 AMP, 50 WATTS. 


cau 559082 QBE, QBe-1 

Limit LIGHT-BOxX: 

EMPLOYED TO INDICATE THE VERTICAL PO- 
SiTsON OF THE PROVECTOR, GREEN LIGHT 
tNDICATES THAT PROJECTOR IS RAISEO, REO 
LEGHT INDICATES THAT PROVECTOR IS IN 
OTHER THAN THE RAISED POSITION. DOES NOT 
ERCLUDE BULBS. LAMPS ARE NAVY SIZE S?. 
$/20/42 CBM5B99,899A CBM:SK-5298 
OCT. 42 ALT O 


ce 55083 Hd-6 

SOUNDING INDICATOR: RANGE 

OF SOUNDINGS 200 FEET AND 200 FATHOMS. 
INCLUDES MOTOR-ALTERNATOR ON-OFF SWITCH, 
EQUIPMENT AC POWER SWITCH, SENSITIVITY 
CONTROL, HANDLE TO SHIFT FROM FATHOM 
SCALE TO FEET SCALE. OPERATES FROM 115/ 
1/60, 2 AMPS, 75 WATIS, 

6/30/42 CIPIEC-7ies CIPS1D-1023 
OCT. 42 CBM:712S ISSUE 2 


cft 55084 *SEE BELOW 

AUTOMATIC BEARING INDICA~ 

TOR: CAST HOUSING WITH MOUNTING FEET, 
ADJUSTAGLE. INCLUDES 5” CR TUBE, AC 
MOTOR FOR MECHANICALLY PROOUCING A RO- 
TATING MAGNETIC FIELD, HAS LIGHT SOURCE 
AND NIRROR SYSTEM WHICH PRODUCES THE 
DAH, -14.0Ad,.DAK 

6/15/42 

AUG. 42 


crT55084 


BEARING SCALE IN OE€CREES ON A TRANSLU- 
CENT PLATE IN FRONT OF THE CR TUBE. 
ALSO INCLUDES MOUNTING FLANGE TO SUPPORT 
A TYPE CFT-47227 GONIOMETER WHICH JS 
ORIVEN BY THE MOTOR. 


cau 55085 are 

RANGE INDICATORS 

2 SPLEO TyPz: 0 TO 1000 YARDS AND O TO 
5090 YAROS. OPERATES FROM 155/)/60. SIM- 
ILAR TO C@4-55029-E EXCEPT FOR THE ADDI- 
THON OF A SET OF CONTACTS FOR RESETTING 
THE STIMULATED PROJECTOR BEAM JUST BE- 
FORE THE KEYING CONTACTS CLOSE, AND THE 


6/21/42 722aK CBN:60191 
Oct. 42 ALT 0 
c8455085 


ADOITION OF A RELAY TO TRANSFER THE 
RECEIVER-AMPLIFGER OUTPUT TO EITHER THE 
INDICATOR OR THE RECORDER. INPUT 115/14 
60 AT .3 AMP AND 20 WATTS. 


cau 55086 are 

PLAN. ENDECATOR FOR PLOT- 

TENG: CONTAINS RESOLVING MECHANISMS FOR 
DESTROVER AND SUBMARINE, CONTROL DEVICES 
FOR T ENDECATION OF DESTROVER HEAD AND 
SUBMARINE HEAD ON THEIR RESPECTIVE GYRO- 
COMPASSES, AND ENDICATING LIGHTS WHICH 
TRAVEL OVER THE TABLE TOP SO THAT THE 
6/21/42 893 C3M3SK-$386 
OCT. 42 ALT O 
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SAGAR [rast assowen ror | AN | [aR [ruse asses ron | ina, |_| 


wen 55086 


COURSE OF BOTH SUBMARINE AND DESTROYER 


mat BE OBSERVED BY THOSE GATHEREO AROUND 


THE TABLE. INPUT 115/3/60 AT 4175 AMP 
AnD 72 WATTS. 


c1P 55087 QBc 
ENDICATOR: 
SCALES 0 TO 41000 AND O TO 5000 WARDS. 


6/24/42 
AUG. 42 


cen 55088 Reo 

PANORAMIC RADIO ADAPTER: 

OPERATES FROM 115/1/60. TO PROVIDE FOR 
RAX SWEEP WIDTH OF +25 KC ON A 3 INCH 
CATHODE RAY SCREEN, INPUT FREQ 400 KC, 
2-5 KC RESOLUTION AT MAX SWEEP WIDTH, 
CABINET TU" WIDE, 6-1/2" HIGH, 41-778° 
DEEP. EQUIPPED WITH SHOCK ASSORSERS. 
2/20/42 SN-RBB 

OCT. 42 


¢PN55088 


FOR’ USE WITH RBB SERIES OF EQUIPMENTS, 


cPN55088-A reu-t 

PANORATIC ADAPTOR 

INPUT: 115 OR 250/1/60, 0.56 AMPS. 60 
WATTS CAT FI5V), INPUT FREQUENCY 400KC. 
SWEEP WIDTH +25KC, SAME AS TYPE -55086 
EXCEPT FOR CHANGE IW CATHODE RAY TUBE 
FROM SAP} TO 38P1 AND USE OF UNIVERSAL 


TRANSFORMER, 
10/8/43 CPNSP3S-401 


uOy. 43 REV Oo 


cen 55089 RBY 

PANORAMIC RADIO ADAPTER: 

OPERATES FROM 115/1/60. TO PROVIDE FOR 
MAX SWEEP WIOTH OF + 50 KC ON A & INCH 
CATHODE RAY SCREEN, INPUT FREQ. 400 RC, 
3.5 KC RESOLUTION AT MAK SWEEP WIDTH. 
CABINET It" WIDE, 6-1/2" HIGH, 11-7/8" 


DEEP, EQUIPPED WITH FOUR SHOCK ABSORBERS 


7/20/42 SN-RBC 
ect. 42 


cen 55089 


FoR USE WITH RBC SERIES OF EQUIPMENTS. 


cen 55089-a gav-t 

PANORAMIC ADAPTOR 

INPUT: 116 OR 250/1/60, 0.56 AMPS, 60 
WATTS CAT 115V). INPUT FREQUENCY 400KC, 
SWEEP WIDTH 450VKC. SAME AS TYPE -55089 
EXCEPT FOR CHANGE IN CATHODE RAY TUBE 
FROM 3AP1 TO 3BP1 AND USE OF UNIVERSAL 


TRANSFORMER. 
10/8/43 CPN2P3-401 
NOY. 45 REV O 
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VENT [rinse asstaneo ron | KAMLARANDNE, 


cen 55090 RoW 

PANORAMIC RADIO ADAPTER? 

OPERATES FROM 11541/60, .52 AMPS, 53 
WATTS. TO PROVIDE FOR MAX SHEEP WIDTH OF 
£500 KC ON A 3-IHCH CATHODE RAY SCREEN. 
INPUT FREQ 5.25 MC. 12 KC RESOLUTION AT 
MAX SWEEP WIDTH. CABINET 11" WIDE, 6-1/2 
HIGH, 11-778" DEEP, EQUIPPED WITH FOUR 
7420042 CPN:SN-27 CPN:SPEC Viti 
MAR. 43 TYPE 1-1000 


cPN55090 


SHOCK ABSORBERS. FOR USE WITH THE RBK 
SERIES OF EQUIPMENTS. 


cen 55090-A RBW-2 

PANORAMIC ADAPTOR 

INPUT: 115 OR 250/1/60, 0.56 AMPS. 60 
WATTS CAT 115V) INPUT FREQUENCY 8,254C 
SWEEP WIDTH +500KC. SAME AS TYPE -55090 
EXCEPT FOR CHANGE JN CATHODE RAY TUBE 
FROM 3AP1 TO 38P1 AMD USE OF UNIVERSAL 
TRANSFORMER. 

10/8443 CPNSP3-401 
NOV. 43 REY 0 


cPN55090-8 RBW-28 RE 134 780 
PANORAMIC ADAPTOR aoo 1 

(INPUT 115 OR 230/1/60, 0.56 AMPS, 60 
WATTS CAT 115V), INPUT FREQ, 5.25 MC. 
SWEEP WIDTH +500 KC. SAME AS NAVY TYPE 
-65090-A EXCEPT INCLUDES BLANKING VOLT- 
AGE ADAPTOR ANO ASSOCIATED CIRCUHTS. 


7/15/44 
AUG. 44 


Rs 55091 aR 

CATHODE RAY NULL INDICATORS 

INCLUDES 2-INCH CATHODE RAY TUGE (4902). 
INDICATES STRENCTH OF RECEIVER INCOMING 
SiGNAL. INPUTS 6.3 VAC, O+6 AMPS, 510 
YOC. IMA. 


8117042 
AUG. 43 


crt 55092 Dag 

AUTOMATIC BEARING INDICA- 

TOR: CAST HOUSING, TO BE SUSPENDED FROM 
TABLE SUCH THAT OPERATOR SITS AT TABLE 
AND LOOKS DOWN AT THE 5" CATHODE RAY 
TUBE, HNCLUDES AC MOTOR FOR MECHANI- 
CALLY PRODUCING A ROTATING MAGNETIC 
FIELO. BEARING SCALE IN DEGREES iS SUP- 
8/29/42 CFI SRF-952-12A 
wov. 43 


PORTED AT END OF CATHODE crt 55092 
RAY TUZE BY A MOUNTING RING. ALSO 
INCLUDES A MOUNTING FLANGE TO SUPPORT A 
TYPE CFT-47263 GONIOMETER WHICH iS 
DRIVEN BY THE MOTOR. 


CFT 55092-A Oak-t 

AUTOMATIC BEARING [NDICATOR: 

fOENTICAL TO -55992 EXCEPT THAT SEVERAL 
PARTS HAVE OIFFERENT SYMBOL NUMBERS. 


3/18/43 CFTSRF-952-824 
NOY. 43 


cet 55092-8 Dav 

AUTOMATIC BEARING INDICA- 

TOR: SAME AS CFT-55092 EXCEPT HAS CON- 
TRACTOR ON ROTATENG PART OF INDICATOR 
FOR SYNCHRONIZING PANORAMIC CIRCUITS AND 
HAS PLUG TO BRING THE CONTACTOR CIRCUITS 
BACK TO RECTIFIER POWER UNIT NAVY TYPE 
CFT-20241. MAY BE USED TO REPLACE -55092 
709/43  CFTZSPEC (CANCELLED? 

RAR. 44 WNUS-130 


CFT55092-8 
OR -55092-Aa 


cet 55093 Ny-8 

RECEIVER INDICATOR: 

UNDICATOR CALIBRATIONS: O TO 304 FT & O 
TO 304 FATHOMS (CIRCULAR). RECEIVER 
FREY: 14.25 KC, AMPLIFIER: MAX, GAIN 160 
DB AT RECEIVER FREQ, INPUT IMPEDANCE 1S 
OHMS, OUTPUT IMPEDANCE 62,500 OHMS. POM- 
ER INPUT 115/1/60, 1.56 AHP, 154 WATTS. 
9/3/42  CIPsES-1048 CiP:10-1040 
NOY. 43 ISSUE § 


cie 55094 WK-2 

SOUNDING RECORDER: POWER 

INPUT 12 ¥ DC, 10 AMPS, CONTAINS RE- 
CORDER MECHANISM, DRIVER AND RECEIVER- 
AMPLIFIER. RANGE OF RECORDING: O TO 60, 
60 TO 120, ANO 120 TO 180 FEET. FREQ, 
OF OPERATION 14.25 KC. CAPACITOR DIS- 
CHARGE TYPE. INPUT IMPEDANCE. 150 OHMS. 
9/3/42 CIPZES-1025 CIP:1D-1037 
OCT. 42 


cen 55095 RBY 

PAHORAMIC ADAPTOR: 

OPERATES FROM 315/3/60. TO PROVIDE FOR 
MAX. S PowidTt OF £100 KC ON A 3 INCH 
CATHODE RAY SCREEN FOR FREQUENCIES ABOVE 
3-MC. (CA REDUCED SWEEP WILL BE USABLE 
BELOW 3 MC). INPUT FREQ. 455 KC. 5.5 
KC RESOLUTION AT MAX. SWEEP WIOTH. 
10/1/42 PAH~T200 

AUG. 44 


SIMILAR ELECTRICALLY TO cen 55095 
NAVY TYPE CPN-55090 (UNIT OF MODEL RBM) 
EXCEPT FOR INPUT FREQ. AND SWEEP WiOTH. 
FOR RACK MOUNTING OOES NOT INCLUDE 
HOUSING. INPUT CURRENT: 1.82. POWER 
RATING 168W. 


cPN55095-a4 RBY-t 

PANORAMIC ADAPTOR 

TNPUT: 115 OR 230/1/60. 1.78 AMPS, 190 
WATTS (AT 115 VOLTS). INPUT FREQ: 455KC 
MC. SWEEP WIDTH §S +100KC. SAME AS TYPE 
-55095 EXCEPT FO CHANGE IN CATHODE RAY 
TUBE FROM 3AP1 TO 38P) AND USE OF 
UNIVERSAL TRANSFORMER, 

VOs9s4s CPNSP3-410 
NOV, 43 REV 0 


Rw 55096 HERALD 
PLOTTER INDICATOR: 
BEAZINGS READ AROUND CIRCUMFERENCE, O TO 
360°, DISTANCE OSTAINED FROM CONCENTRIC 
CIRCLES CALIBRATED 0 TO 1000, 200C, 
3090, 4500. AND 5000 YARDS, BEARINGS 
FROM SYNCRO, RANGES FROM NEON FLASH. 
GROUND GLASS DIAL PERMITS MARKINGS WITH 
10/3/42 

ocr. 42 
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RW 55096 CAN5S5101-A QFA-3 cau 55107 QBE 


PENCIL. INPUT IMPEDANCE 600 OHMS FOR 
NEON TUBE AMPLIFIER. POWER INPUT: 115/ 
1/60. 


3.55-7 


| AU |runsr ASSIGNED FOR | * GRANY ORAWING | 


RANGE RECORDER 

THIS UNIT IS THE ATTACK TEACHER EQUIV- 
ALENT OF THE SERVICE TYPE CAN-55100-A 
RANGE RECORDER. SAME AS CAN-55101 EXCEP 
CHART DRIVE HAS BEEN ALTERED.. 


Lisit LIGHT BOX: 
SINILAR TO TYPE -99C82. DOES NOT [TH 
CLUUc LAMPS. 


8/3/43 CANT 811947 1/12/43 CBM:899C CBM:60254 
: BAR. 44 REV O T 
oo JUNE 43 ALT O 
cau 55097 acs ,QcT SSRESSIIVSBA c8N 55102 NU-? can 55108 QFB-1 
RANGE INDICATOR: SOUNDING INDICATOR: PLAN SHOLCATOR: 
TWO SPEED TYPE: 0 TO 1000 YARDS AND INPUT 95 WATTS AT 115 VOLTS SINGLE PHASE SAME AS TYPE =55926 EXCEPT PROJECTOR 
0 TO 5000 YARDS. SAME AS CBM-55029E 60 CYCLES 0.7 AMP.LOTHERWISE SI¥iLAR TO TRAINING REPEATER POTENTIOMETER IS OMIT- 
ie EXCz2PT THAT NO MOTOR GENERATOR SWITCH OR CBM-55068 EXCEPT THERE IS NO RECORDER, TED 


ITS ASSOCIATED PILOT LIGHT tS INCLUDED; 
THE SWITCH FORMERLY USED AS A SICNAL 
InTERVAL SWITCH IS OMITTED, AND A RANGE 
10/8/42 CBMs 722AL CB8M360269 ALT O 
WAR. 44 


8455097 
SWITCH PROVIDING FOR SIGNAL INTERVAL 
AND MANUAL -STANDARO-ALTERNATE CONTROL IS 
PROVIDED, OPERATES FROM 115/1/60, 40 
WATTS AND 0.25 AMPS. 


HAS NO PROVISION FOR ALTERNATE KEYING 
CUTOUT, THE RANGE 1S 0 TO 200 FEET OR 
FATHOMS, 

1/3/42 CBMs742U CBM: 60097 
JUNE 43 aut 0 


cw- 55103 QBF 

INDICATOR AND CONTROL 

UNIT: INDICATOR HAS THREE SCALES: 0 TO 
1000 OR 0 TO 5000 YARDS FOR RANGE. O TO 
360° TO INDICATE BEARING OF PROJECTOR 
WITH RESPECT TO SHIPS HEAD; AND O TO 360 
GIVES TRUE BEARING OF PROJECTOR. KEYING 
MAY BE AUTOMATIC OR MANUAL. 


t/13/43 COMZ893A cBM:;60191 
JUNE 43 ALT O 


coe 55109 Qre 

BEARING TEACHER: 

SUPPLY: 115/1/60. AUDIO FREQUENCY IS 
800. 


ysaras CW20-163460 CHSESX-6415268 1/28/43 AF-155235 
JUNE 43 Issue 1 JUNE 43 
caa 55098 *SEE BELOW cw-55103 cPXK 55110 gec-t, gap 


BEARING DEVIATION 

FNOFCATOR: ESSENTIALLY A TWIN CHANNEL 
AMPLIFIER FOR SIMULTANEOUS LOBE COM- 
PARTSON IN AZIKUTH CSLCA) WITH OSCILLO- 
SCOPE FOR USE WITH QC EQUEPTS. 116/1/60 
INPUT, 

“GENERAL QC EQUIPT. 

12/11/42 NORC MODEL 

MOV. 43 X-3SLC 


can 55099 *SEE BELOW RE 13A 679 
BEARING DEVIATION 
(INDICATOR: 115/1/60 INPUT. 


BSIM(LAR TO NORC X-3SLC EXCEPT FOR NAVY 
APPROVED COMPONENTS. 

*GER. QC EQUIPT. 

12/22/42 #SEE ABOVE 

JUNE 43 


can 55100 GEN U.W.S. 

RANGE RECORDER: 

115/1/60 INPUT. SIGNAL INPUT 18 600 TO 
1000 CY. INCLUDES A VACUUM TUBE SIGNAL 
RECTIFIER, FLUORESENT LIGHTING AND PAPER, 
ULTRA-VIOLET LAMP. RANGE: 0-1500 AND 
0-3750 YAROS. SIMILAR TO TYPE -5S510t AND 
-55020-C, 


PROVISIGNS FOR RECORDING. HAND WHEEL 
PROVIDED FOR CONTROL OF TRAINING MOTOR. 


cen 55104 *SEE BELOW RE 13A 679 
BEARING DEVIATION INDICATOR 

SIMILAR TO -55094 EXCEPT FOR EQUIPMENT 
USE. 


"FOR USE WITH WEA-3, QCU, QCU, QCQ-2 
V/8fa3s 
MOV. 43 


cen 55105 “SEE BELOW RE 13A 679 
BEARING DEVIATION INDICATOR 

SUPPLY: 115/1/60. CONSISTS OF RECTIFIER, 
TWIN-CHANNEL AMPLIFIER Aug OSCILLUSCOPE. 
SIMILAR TO -$9099 EXCEPT FOR EQUIPMENT 
USE. 


*FOR USE WITH Qcs, QcT 


RECEIVER-INDICATOR: 

{NPUT: 11S5/1/60, 200 WATTS. AMPLIFIES 
RECEIYCD SIGNAL AND IKIERPRETS THE TIME 
INTERVAL: BETWEEN TRANSMITTED SIGNAL RE- 
CESVED FROM TARGET IN TERMS OF DISTANCE. 
ALSO POSSIBLE TO LISTEN WITH THES UNET. 


2/5/43 
JUNE 43 


cen 55111 QcP-5 

tNDICATOR-RECORDER? 

CONSISTS OF A SPEEDO RANGE INDICATOR WITH 
SCALES OF 0-1000 4D 0-5900 YDS, AND A / 
FOUR ARM RECORDER WHICH RECORDS EVERY 
SIGNAL. ALSO INCLUDES A HAND KEY ANO AN 
EQUIPMENT START-STOP SWITCH. 


3/27/43 CamMi9r8 CB4:SK-5490 
JUNE 43 ALT Q 


can 55112 QcB 

INDICATOR RANGE RECORDER? 

OVERALL DIMENSIONS ARE 14-1/2" X 137X 9" 
WEIGHT 1S 55 LOS, SIMILAR TO -55100 EX- 
CEPT CHART 1S WITHORAWN FROM TANK AT AN 
ANGLE OF 55° TO THE MOUNTING PLATE. 


42/43 CAN: 811947 1/8/43 959 6K-5901 8/21/43 CRVSW-306392-4 
ie MAR. 44 REV O Nov. 43 ALT-O SEPT 43 REY 2 
can 55100-A *GEN UWS USE can 55106 QBE-2 cam 55113 NMC-1 
RANGE RECORDER: RANGE INDICATOR: INDICATOR-RECORDER: 
: SAME AS BASIC NUMBER EXCEPT FOR MODIFI- SAME AS TYPE ~-85081 EXCEPT; OIFFERENT INDICATOR MECHANISM FOENTICAL WITH 
1 CATION OF RE-ROLL MECHANISM. SAME AS MOTOR MANUFACTURER, USES POLOROID JEWELS CBM-55046, RECOTDER SECTION CONSESTS OF 
es CAN-55124 EXCEPT FOR CLUTCH CONTROL CIR- WITH PSLOT LAMPS, OMITS MOTOR PF CORREC- TWO STYLUS ARMS DRIVEN BY THE INDICATOR 
GUIT WHICH IS FOR SINGLE OPERATION. TION CAPACITORS, SWITCH CHANGED FROM MECHANISM. RECORDINGS ARE MADE ONLY ON 
ROTARY TO VISUAL AUDIBLE TYPE, EMPLOYS 400 AND 4000 FATHOM RANGES, WITH RECORD- 
NEW MOTOR COUPLING AND INCLUDES DRIVER & INGS OCCURING ONE HALF AS OFTEN AS RED 
8717743 CANTET1947 EF12/43 COM3 8848 COM:SK-5295 5/22/43 CBM:838A Cem:60078 
MAR. 44 REV O JUNE 43 ALT 2 SEPT 43 ALT O 
Cd 
can 55101 QFA, con 55106 cen55113 


RANGE RECORDER: 

SAME AS ~55100 EXCEPT INCORPORATES 
FEATURES FOR USING WITH ATTACK TEACHER 
EQUIPMENT ANO StMILAR TO -55076. 


1/2/43 CANS 813947 
WAR. 44 REV O 


INDICATOR ON OFF SWITCH INSTEAD OF ENDI- 
CATOR ON-OFF SWITCH. 


LIGHT INDICATION. PAPER FEED: 0,004" PER 
RECORDING. SIMILAR TO TYPE -55064. 


ISSUED. 
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SHAG [ast astionen von | HASHMI | SHG [rise assicneo ron | GRAVE RRANING, SENG, [rear asstoweo ron | KAMRAN, _| 
cemM- 55113-A NMC-2 cFe 55718 Das-f cge 55121 OFF 
INDICATOR-RECORDER: INDICATORS LISTENING TEACHERS 


PNOLCATOR MECHA*NESM TDOENTICAL WITH 
C3%-55046, RECORDER SECTION CONSISTS OF 
THO STYLUS ARMS DRIVEN BY THE INDICATOR 
MECHANISM, RECORDINGS ARE MADE ONLY ON 
400 AND 4000 FATHOM RANGES, WITH RECORD~ 
INSS OCCURING ONE HALF AS OFTEN AS REO 
11/30/44 838C 60457 

OEC. 44 ALT. 0 


cam-55113-a 
LIGHT INDICATION. PAPER FEED: 0.004" 
PER RECORDING. PART OF TYPE -55170 IN~ 
DICATOR AMPLIFIER UNIT. SANE AS TYPE 
-S5113 EXCEPT INCLUDES AMERICAN WAR 
STANDARO COMPOSITION RESISTORS, DELETES 
RUBBER PARTS AND HAS OTHER MINOR HOD- 
LFICATIONS. 


cen 55114 RCC 
PAHORAMIC RAD!O ADAPTER: 
OPERATES FROM 110/115/120 VOLTS, SINGLE 
PHASE 25 TO 60 CY, 0.54 AMP, 56 WATTS. 
TO PROVIDE F@R A MAXIMUM SWEEP WIDTH OF 
+tOOKC ON A 3 INCH CATHODE RAY SCREEN, 
INPUT FREQUENCY ADJUSTAZLE 450 TO 475KC. 
RESOLUTION AT MAX SWEEP WIDTH LESS THAN 


8/24/43 CPN:SA-3-T200  CPN:P3-C-X104A 
SEPT 43 MODIFIED REV A 
CPRO5 114 


OKC. EQUIPPED WITH SHOCK ASSORBERS. 
WEIGHT 48 FOUNDS, 


CWw- 55115 Qua 

{UDICATOR ANDO CONTROL 

UntT: HAS THREE SCALES, 1 RANGE, | RE- 
LATIVE BEARING AND, 1 TRUE BEARING. SIM- 
[LAR TO TYPE -55103 EXCEPT HAS ARRANGE~ 
MENTS TO PROVIDE AUTOMATIC HAINTENANCE 
QF TRUE BEARING. 


6/16/43 
AUG. 44 


CW:0-166469 ESX-652679 


‘SSUE 3 


cw- 55116 QUA 

BEARING DEVIATION INDICA- 

TOW: TWIN CHANNEL AMPLIFIER FOR SIMUL- 
TANEOUS LO3ZE COMPARISON IN AZIMUTH. CON- 
TINUOUS SCANNING OBTAINED BY AN ELEC- 
TRONIC SWITCHING MECHANISM. 


6/16/43 
AUG. 44 


CW:0-166479 ESX-652679 


ISSUE 3 


can 55117 QFH 

CONNING TEACHER: 

SUPPLY: 115 ¥, 1 PHASE. GO CYCLES. 
SUNPLE BOX-SHAPED STRUCTURE 22" LONG X 
18" HIGH X 15” WIDE, 


GENERATES TIMING INTERVALS OF DIFFERENT 
DURATIONS THROUGH FREQ DIVISION. IN- 
CLUDES CATHODE RAY OSCILLOGRAPH WHICH 
RECEIVES THESE SIGNALS AND SIGNALS FROM 
THE RECEIVER AND INDICATES THE TIME, 
DIFFERENCES BETWEEN THE TWO. INPUT: 
6/24/43 

SEPT 43 


CFE55118 
115/1/60, 1.74 AMPS, 180 WATTS. 


cFE 55118- A DAS-3, DAS-ta 

(INDICATOR 

GENERATES TIMING INTERVALS OF DIFFERENT 
DURATIONS THROUGH FREQUENCY DIVISIONS, 
INCLUDES CATHODE RAY OSCILLOGRAPH WHICH 
RECEIVES THESE SIGNALS AND SIGNALS FROM 
RECEIVER; INDICATES THE TIME DIFFERENCE 
BETWEEN THE TWO. INPUT 115/1/60, 1.74 
2/15/44 

HAR. 44 


cCrFE55118-A 
AMPS, 180 WATTS. SAME AS NAVY TYPE 
-55118 EXCEPT INCLUDES SWITCH FOR 25 OR 
33 1/3 CPS SWEEP, 


can 55119 WCA-2 

SOUNDING INDICATOR: 

SCALE RANGES ARE 0 TO 400 FATHOMS AND O 
TO 2000 FATHOHS. TWO SPEED TYPE. SIMILAR 
TO CBN-55046 EXCEPT FOR NUMBER AND T¥reS 
OF CONTROLS. INPUT: 120/1/60, 0.75 AMPS 
40 WATTS. SAME AS TYPE -SS077 EXCEPT 
START-STOP SWITCH 1S OMITTED ANO KEYING 


7/8/43 CBN: 722AM CBM: 60095 
SEPT 43 ALT 2 ‘ 
' 
Cen 55119 


TRANSFER RELAY {§S, 115 VAC ENSTEAD OF 
75 VY DC. 


cen55120 WCA~2 

RANGE INDICATOR: 

SCALE RANGE: 0 TO 5000 YARDS, SINGLE 
SPEED TYPE. INPUT: 120/1/60, 0.75 AMPS, 
40 WATTS, SIMILAR TO TYPE ~55078 EXCEPT 
"HG" START STOP SWITCH 1S OMITTED AND 
KEYING TRANSFER RELAY 1S $15 V AC IN- 
STEAD OF 78 ¥ DC; ALSO THE QB DRIVER, 


SUPPLY; 315/1/60. 


7/23/43 
SEPT 43 


CJ- 55122 QFG 
SOUND OPERATOR TRAINER: 


7/28/43 
SEPT 43 


can 55123 QFA-3 

BEARING DEVIATION INDI- 

CATOR: DESIGNED TO FUNCTIONALLY RE- 
SEMBLE THE UNIT CURRENTLY BEING ADDED TO 
STANDARD QC INSTALLATIONS; INCLUDES NEC- 
ESSARY CONTROL CIRCUITS FOR CATHODE RAY 
TUBE, ANGLE RESOLVING UNIT IDENTICAL TO 
THAT EMPLOYED IN THE SUBMARINE STATION, 
8/3/43 

SEPT 43 


CAN 55123 
MOTOR PRODUCING SUBMARINE PROPELLOR BEAT 
IDENTICAL TO’ THE ONE EMPLOYED IN THE 
SUBMARINE STATION. 


can 55124 NXgg-27343 

RANGE RECORDERS 

OPERATES FROM 115/1/60. SIGNAL INPUT IS 
600 10 1000 CYCLES. iNCLUDES A VACUUM 
TUBE SIGNAL RECTIFIER,FLUORESCENT LIGHT- 
ING AND PAPER. ULTRAVEIGLET LAMP. RANGE: 

0 TO 1500 AND O TO 3750 YARDS. SAME AS 
CAN-55134-A EXCEPT FOR CLUTCH CONTROL 


8/3/43 CAN:811947 
DEC. 44 REV 0 
CAN55124 


CIRCUIT WHICH 1S CHANGED TO PROVIDE FOR 
PARALLEL. OPERATION. 


cw- 55125 oBc 

RECORDING METER: 

CONSISTS ESSENTIALLY OF AN ESTERLINE- 
ANGUS MODEL AW RECORDING MILLIAM-METER 
0.05-0-0.5 MA WITH A 110 ¥ OC MOTOR 
UNDER CONTROL OF A MAGNETIC CLUTCH TO 
ORIVE THE PAPER. THIS UNIT ALSO HOUSES 
THE SWITCHES FOR DISCHARGING TNE TEST 


6/23/43 7/8/43  CBM26090 CBN: 60093 8/19/43 CHIX-63637B-1 CWX-63637E-1 
AUG. 44 SEPT 43 aut SEPT 43 ISSUE 2k 
can 55117-A QFH-t ceu55120 Cw-55125 
CONNENG TEACHER: QB AMPLIFIER, INDICATOR, AND WA AMPLI- CHARGES. 
SUPPLY: 115 ¥, | PHASE, 60 CYCLES, SANE FIER POWER SUPPLIES ALL HAVE TWO POSI- 
AS BaSiC NUNZER EXCEPT HAS NAVY APPROVED TION INSTEAD OF THREE POSITION SWITCHES. 
COMPONENTS, 
CANCELLED 
6/23/43 
AUG. 44 ASSIGHED 
IssUED ks 
[eave] “SRHEARTHBERS SIAN care | RUE | SANWIAPTHAERA DATE “SARA | NATO | 


NAVSHIPS 900,109 


CONFIDENTIAL 
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(aiken [arena | [Ra ora | | [a Jor ee [SR] 


caBD 55126 oFe 
HERALD TEACHER: 
SUPPLY: 115 VOLTS, 1 PHASE, 60 CYCLES. 


8/21/43 
SEPT 43 


crP- 55127 SEE BELOW 
RECEIVER-RECOROER 

INCLUDES RECORDING MECHANISM AND A RE- 
CELVER-AMPLIFIER.SUPPLY: 115/1/60. 
FREQUENCY 14.25KC SOUNDING RANGE: O TO 
200 FT OR O TO 200 FATHOMS. 

#ACCESSORY FOR MJ-8 
#NXg39-28260 

9/86/43 ES-1120 
MAR. 44 


CIPsES-1120 


ciP- 55128 NK-s 

SOSNDING INDICATOR 

SUPPLY: 6 VOLTS DC. 6 AMPS, 36 WATTS. 
SOUNDING RANGE: 10 TO 100 FEET. FREQ: 
25.0 KL. 


9/16/43 ES-4130 Tp-io92 
AUG. 44 
coU- 55129 NXss-29060 


LAMP INDICATOR 
USED TO GIVE VIRTUAL INDICATION OF COR- 
RECT LiNEUP OF CIDP) RADIO TRANSMITTER. 


9/20/43 
NOY. 43 


cHG- 55130 oB8K 

VIDEO ANALYZER 

SUPPLY: 11S/1/60. FREQUENCY RANGE: 15 TO 
200 KC. DETERMINES SUPERSONIC MODULATION 
FREQUENCIES EMPLOYED ON ANY RADIO FREQ, 
CHANNEL ANO ANALYZES ANY PULSED TRANS- 

MISSION TO PRESENT PULSE SHAPE AND PULSE 
LENGTH. 
9/25/43 
NOV. 43 


CRG 55130-Ak OBn-1 

VIDEO ANALYZER: 

SUPPLY: $15/1/60. FREQUENCY RANGE: 15 

TO 200 KC. DETERMINES SUPERSONIC MODU- 
LATION FREQUENCIES EMPLOYED ON ANY RADIO 
FREQUENCY CHANNE(. AND ANALYZES ANY 
PULSED TRANSMISSION TO PRESENT PULSE 
LENGTH. SAME AS TYPE ~55130 EXCEPT FOR 
b2fai/ss 

JAR. 45 


tuc- 55130-a 
MINOR INTERNAL CHANGES UN COMPONENTS. 


CAN- 551314 QFL 

RANGE RECORDER 

SIMILAR TO CAN-SSt0@A BUT MODIFIED 
SLIGHTLY ELECTRICALLY AND MECHANICALLY. 


9/25/43 CANSS11947 


MAR, 44 REY O 


cRY- 55132 68 

BEARING DEVIATION 

UNDICATOR CONSISTS OF A HOUSING 
HOUNTED ON 6 ROLLERS WHICH CONTAINS A § 
FP J.CATHODE RAY TUBE AND ADJUSTMENT 
CONTROLS THEREFOR, H¥ RECTIFIER, VERTICAL 
DEFLECTION AMPLIFIERS FOR THE SNDICATOR 
AND SWEEP AND TYG RELAY. 

9/26/43 MI-46722 W- 3506807 

uO. 45 SUB 0 


cRV- 55133 ace 
INDICATING UNIT 

CONSISTS OF A-23371 KEYING UNIT. A 
"23400 TRAINING CONTROL UNIT,A~SO16S 
TRAINING CONTROL AMPLIFIER. A -55112 
UNOICATOR RANGE RECORDER ANDO A -S5E5S2 
BEARING DEVIATION JNDtCATOR, 


9/27/43 CRV2W-3O06329- 
wOY. 43 4. 6. 8. 9 REF 1 


cCAN- 55134 SEE BELOW 

RANGE RECORDER 

SAME AS -56100-A EXCEPT FOR HODIFJED BOW 
SCALE, SUBSTITUTION OF A TWIN TRIODE 
TUBE FOR THE SIGNAL RECTIFIER TUBE AMD 
NECESSARY CIRCUIT MODIFICATI Ox, 


GENERAL ULWLS. USE 
so/s/4a 
GAR. 44 


CAms8T1 947 
REVO 


CaN- 55134-a GEN. SOKAR USE 

RANGE RECORDER: 

SAME AS -55134 EXCEPT (1) ADDITION OF 
SLANT RANGE COMPENSATED SCALE FOR 2 AD- 
DITIONAL CLASSES OF DEPTH CHARGES (2) 
NEW TYPE OF INDEX POINTER USED (5) MINOR 
CUIRCULT CHANGES (4) ADDITJON OF FUSES. 


4IVES44  CAN-S5IS4-A 
suLy 44 


cen- 55135 xcx 

PANORAMEC ADAPTOR 

INPUT: 115 OR 2350/1760, 0.56 AMPS, 60 
WATTS CAT 115 VOLTS), INPUT FREQUENCY 13 
450 TO 475 KC. SWEEP WIDTH IS +400 KC. 


1079743 CPNSPS-401 
ROV. 43 REV O 
CPH- 55135-a Rcx-4 RESOSEA 


PANORANIC ADAPTER? _ ADO #1 

INPUT: 115 OR 23078760, 0.56 AMPS. 60 
WATTS CAT $15 VOLTS). INPUT FREQUENCY tS 
450 TO 475 KC, SWEEP MIOTH IS £4100 KC. 
SAME AS NAVY TYPE -551t35 EXCEPT INCLUDES 
BLANKING VOLTAGE ADAPTER AND ASSOCIATES 
CIRCUITS. 

TAISI44 

SEPT. 44 


col- 55136 GENERAL QC RE 135A679 
BEARENG DEVIATION INDICATOR 
UNPUT 1415/17/60. FREQUENCY RANGE: 17.5 TO 


25 Ko. 


NXg3-278S9 
20/11/43 
BOV. 45 


ceM- 55137 SEE BELOW RE I1SA679 
BEARING DEVIATION SNDICATOR 
UNPUT 11071760 


“FOR USE WITH WEA-2 
RX38-25319 

VOstb 43 

aov. 43 


cAbv-55138  @FX 
SOUND OPERATOR TRAIHER 
SUPPLYS 120/1/66, 


Fost sas SatSS 
RAR. 44 


can- 55139 SEE BELOW 

RANGE RECORDER 

SUPPLY: 115/1/60. SIGNAL INPUT 1S 600 TO 
1000 CYCLES. SAME AS CAN-55134 EXCEPT 
YAS AMPHENOL CONNECTORS @M BASE. 


{CEM RAL O..S. UTE 
10/39/43 CAMTETT IAT 
HER. 44 REV 9 


Caw- 55139-& QFs-5 

RANGE RECORDER: 

SAME AS -55159 EXCEPT (1) ADDITION oF 
SLANT RANGE COMPENSATED SCALES FOR 2 RB- 
DITIONAL CLASSES OF DEPTH CHARGES (2) 
MEW TYPE OF JHDEX PONNTER USED (3). wrweR 
CaRCuIT CHANGES (4) S008T1GK OF FUSES. 


6/6444 Sit ve7 
SEPT. 44 REV @ 


ra- 55140 Wea 

BEARING DEVIATION TNOICATOR 

INCORPORATES TWO SUPERHETERODYNE RE- 
CEIVERS FOR AMPLIFYING THE TWO OUTPUTS 
OF A QB PROJECTOR, SPLIT ELECTRICALLY, 
ONE CHANNEL THROUGH AUDIO AMPLIFIER 10 A 
LOUDSPEAKER, A COMBINATION OF THE THO 
PROVECTOR GUIPUTS FEEDS CATHODE RAY TUBE 
VOFS/43 

AUG. 46 


Ra- 55140 
FOR YiSUAL INDICATION. SAME PHYSICAL 
SIZE AS CBM-20062. 


CON 55141 “x-7 

SOUNDING RECORDER 

INPUT; 6 VOLTS AT 21 ARPS. CONTAINS RE- 
CORDER MECHANISM, DRIVER: AND RECELVER 
AMPLIFIER. RANGE OF RECORDING: 3 FO 200 
FT. AND 0 70 200 FATHOMS. SAME &AS TYPE 
-55066-A EXCEPT MAS ADDITIQWAL SCALE 
RANGE. 

U/a/as scec SX -50ED 

Mag. 44 ate 


caw 55142 wee 

RARGE INDICATOR 

SCALE RANGE: O TO Ssogd YAROS, SINGLE 
SPEED TYPE, INPUT 120/1/60, 0.75 AMPS, 
40 WATTS, SIMILAR TO ComM-5S120 EXCEPT: 
(1) ENCLUDES STOP KEY SwITCH TO PREVENT 
ACCIDENTAL KEYENG (2) HHCLUDES MOTOR GEN 
START STOP SWITCH anp PILOT LAMP, AMD QB 


1/4/44 Sa9E SX-5865 
RAB. 44 aT O 
CEN55 742 


MOOULATOR PILOT LAMP ARE OMITTED (4) 
TERMINAL PANEL ENGRAVING IS MEH. 


CONFIDENTIAL 
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{ARAB res assionen von oweamaNiie | [AACR [ruse assoneo rox | AANA | SAS —_ [rast asuioneo rox | HARLAN, _| 


cou 55143 WEB 

SOUNDING INDEICATOR 

SCALE RANGES ARE 0 TO 400 FATHOMS AND O 
TO 2000 FATHOMS. TWO SPEED TYPE INPUT? 
§20/2/60, 0.75 AMPS 40 WATTS. SIMILAR 10 
CBH-S55119 EXCEPT (t) MOTOR-GEN ON-OFF 
SWITCH AND PILOT LIGHT ADDED. (2) BRASS 
SCALES REPLACED BY “HERCULITE*® GLASS 


1/6/43 722aP 767 
BAR. 44 ALT 2 
ceu55143 


OJAL. (3) RANGE SELECTOR SWITCH IS RO- 
TARY TYPE CAN BE LOCKED {tN OFF POSITION; 
(4) MINOR ELECTRICAL AND MECHANICAL IH- 
PROVEMENTS. 


co- 55144 vE-1 

SYNCHRONIZATION INDICATOR 

USES TWO 5" (5 CPI) CATHODE RAY TUBES. 
BY OBSERVATION OF SCOPES AND ADJUSTMENT 
OF CONVIENIENT CONTROLS. THE OPERATOR 
1S ABLE TO MAINTAIN SYNCHRONISM IN THE 
EQUIPMENT. 


¥46/44 DL-4W415A 
WaR. 44 


cpn 55145 ROK 

PANORAMIC RADIO ADAPTOR 

iNPUTs 115/230/1/60, INPUT FREQ. 30 MC, 
SWEEP WIDTH +1500 KC ON A 3" CATHODE RAY 
SCREEN.REVOLUTION OF MAXIMUM SWEEP IS 
¥50 KC INPUT 315/230¥ 50/70~ 55 WAITS. 


1/15/44 $a3-T3000 P3-1221 
DEC. 44 


crT 55146 DAU 

AUTOMATIC BEARING INDICATOR 

SAME AS CFT-55092 EXCEPT HAS CONTACTOR 
ON ROTATING PART OF INDICATOR FOR 
SYNCHRONIZING PANORAMIC CIRCUITS AND HAS 
PLUG TO BRING THE CONTACTOR CIRCUITS 


BACK TO TYPE -20241 RECTIFIER POWER UNIT 


2/4/44 
MAR. 44 


co- 55147 DAS-2 

INDICATOR UNIT 

(INCLUDES SWITCH FOR 25/33 1/3 CPS 
REPETITION RATE OPERATION. MAY BE USED 
AS A REPLACEMENT FOR NAYY TYPE CG-46210 
RADIO RECEIVER INDICATOR. 


ZIG 444 
MAR. 44 


cpn 55148 ROD 

PANORAMIC ADAPTOR 

SWEEP WIDTH 40.5 MC, RESOLUTION AT MAX. 
SWEEP WIDTH {2 KC OR LESS. SCREEN 
CALIBRATED +500 KC IN STEPS OF 100 KC. 
SENSITIVITY BETTER THAN “10 MICROVOLTS 
THROUGHOUT RANGE OF RECEIVER 4 TO 27 MC 
(TO PRODUCE A SIGNAL OF 3/20") USES A 
3/25/44 

MAY 44 


‘ cPN55148 
A 38P-1 TUBE, OPERATES FROM 1300 KC IF 
OF RECEIVER. 


ASSIGNED 


evra [| 


oars OTHE 


crv- 55149 GEN. Qc USE 

BEARING DEVIATION INDICATOR: 

HNPUT: 1195/1760, 120 WATTS. FREQUENCY 
RANGE 17 TO 26 KC. TYPE NUMBER INCLUDES 
CABINET. 


4/7144 WI-46756 W-307065 
JULY 44 SuB 0 


cAN- 55150 QuB 
RECORDER AND KEYING UNIT? 
CONSISTS OF A DRAWER FRAME CONTAINING AN 


INDICATING RANGE RECORDER AND KEYING CON- 


TROL CiRCUITS FOR ESTABLISHING PULSE 
LENGTH, OPERATING THE KEYING RELAYS AND 
CONTROLLING FHE TRAINENG SYSTEM DURING 
AUTOMATSC SEARCH. PART OF -23430 CONTROL 
4720444 CCW YD-168477 (CWIESX-658976 
JULY 44 ISSUE 7 


can: 55150 
CONSOLE. 


cw- 55151 QB 

INDICATOR AND CONTROL UNIT? 

CONSISTS OF A DRAWER FRAME CONTAINING A 
BEARING DEVIATION INDICATOR, FACILITIES 
FOR tNDECATION OF PROJECTOR POSITION iN 
AZIMUTH AND RELATIVE AND TRUE BEARING, 
AND MISCELLANEOUS OPERATING CONTROLS. 
PART OF -25430 CONTROL CONSOLE. 

4/21/44 D-168464 ESX-658976 
JULY 44 ISSUE 7 


cQ- 55152 us 

INDICATOR UNIT: 

HAS 2 TYPE SCP1 CRT, ONE FOR SLOW SWEEP 
AND ONE FOR FAST SWEEPS, PANEL CONTAINS 
SwiTCHES AND CONTROL FOR SELECTOR AND 
SCOPES. USED TO PRODUCE INTELLEGENCE 
NECESSARY FOR CONTROLLING TIMING ACTION 
TO AN ACCURACY WITHIN ONE HICROSECOND. 
5427044 DD-3093-£22 
DEC... 44 


ciP- 55153 NK-6 

SOUNDING RECORDERS: 

A PORTABLE ENCLOSED UNIT CONSISTING OF 
ORIVER RECTIFIER, RECEIVER AMPLIFIER, 
AND RECORDING MECHANISM. RANGE OF RECORD 
ING 4 TO 200 FT. AND 2 TO 200 FATHOMS, 
FREQUENCY: 34425 KC. INPUTS 12V DC, 10 
AMPS. 

6/1/44 Es-1150 $O-1927 

WAY 45 tss t 


CBM- 55154 Qué-4,QBe-5 

RANGE INDICATOR: 

tNPUTs 11571760, 1-6 AMPS, 50 WATTS. SI- 
MILAR TO -55106 EXCEPT (1) NICKEL DISC 
INDEX PAINTED WITH RADIUM (2) TOGGLE 
SELECTOR SWITCH REPLACED BY ROTORY SE- 
LECTOR SWiTCH SO KEYING INTERVALS OF 
1000, 2000. 3000, 4000 AND 5090 YARDS 


7/28/44 884C * $K-5936 
SEPT. 44 ALT O 
cem- 55154 


MAY BE OBTAINED (3) STEEL SCREWS RE~ 
PLACED BY BRASS SCREWS (4) FRONT PAHEL 
HARIJWARE IS BLACK NICKEL (5) SET-SCREWS 
ARE STAINLESS STEEL (6) TERMINAL PANEL 
REPLACED BY TERMINAL BLOCK. 


cpx- 55155 kee 

PANORAMIC RADIO ADAPTOR 

#NPUT FREQUENCY 30 MK. SWEEP WLOTH +3 MC 
#NPUTS $45/230/1 PHASE 150/70 CYCLES 

PER SECOND. LINEAR SAWTOOTH WAVE FORM 

FOR SWEEP VOLTAGE. SENSITIVITY: MORE 

THAN 174" DEFLECTLON OF A 50 MC SIGNAL 
OF 10 HILLIVOLTS APPLIED THROUGH A 27,00¢ 
8421/44 SA3~16000 P3-4221 

OCT. 44 


cpN- 55155 
OHMS RESISTOR. SAME AS CPN-55145 EXCEPT 
iT HAS A GREATER SWEEP WIDTH. FOR OPERA- 
TION WITH AN/APR-1, 


ceT- 55156 o8F 

AUTOMATIC BEARING INDICATOR 

ENTIRELY ELECTRONIC IN OPERATION. HAS 

5S" CATHOOE RAY TUBE. FINAL DEFLECTION 
AMPLIFIER AND HIGH VOLTAGE POWER SUPPLY. 
ALSO iINCLUOES CONTROLS NECESSARY FOR OP- 
ERATION OF INDICATOR SUCH AS FOCUS 
BRIGHTNESS CIRCLE DIAMETER & SCALE DIMER 
Bs/24/44 £-2 

OCT. 44 


cemM- 55757 wWK-8 

SOUNDING RECORDER 

CORTAINS RECORDER MECHANISM DRIVER AND 
RECEIVER AMPLIFIER. RANGE OF RECORDING: 
3 TO 200 FI.. AND O TO 200 FATHOMS. SAME 
AS -55141 EXCEPT iT OPERATES AT 12v DC, 
AND HEATERS OF EACH PAIR OF TUBES ARE 
CONNECTEO IN SERIES. 

9/27/44 808H 60430 

NOV. 44 ALT. © 


RQ- 55158 JP-ta,JP-2a,JP-3Sa 

NOISE LEVEL MONITOR ASSEMBLY? 

CONSISTS OF 6 TYPE -51080 HYDRGPHONE 
ASSEMBLIES, A TYPE *62166 JUNCTION BOX 
EITHER A TYPE -50205 OR 50206 AUDIO AMP- 
LIFIER, A TYPE -55159 MAGIC EYE INDICA- 
TOR, A TYPE -60116 SOUND LEVEL METER 
UNIT AND A TYPE -55160 CAVITATION SNDIC- 
10/4444 

NOV. 44 


RQ-55158 
ATOR. 


RO-55159 JP-ta.JP-2a.JP-3a 

MAGIC EYE INDICATOR 

CONSISTS OF 6£S INDICATOR TUBE INA 
MOUNT WHICH PERMITS MOUNTING BY AZIMUTH 
SCALE OF JP TRAINING SHAFT. 


10/4/44 
OCT. 44 


RQ+55160 JP-ta,JP-2acUP-3a 
CAVITATION INDICATOR 

CONSISTS OF AN AUDIO TRANSFORMER RESISTS 
AND NEO LAMP MOUNTED #N A BOX AND CON- 
NECTED ACROSS RED LIGHT CIRCUIT OF THE 
AUXILIARY JK AMPLIFIER. OUTPUT OF HY- 
OROPHONE NEAR SCREWS 1S CONNECTED TO IM- 
PUT OF JK AMPLIFIER BY A SwiTCHABLE PLUG. 
10/4/44 


NOV. 44 


NAVSHIPS 900,109 
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cPN- 55161 RDP 

PANORAMIC RADIO ADAPTOR 

tuPUTs 115 OR 2350/1755 TO 65, 1.1 AMPS, 
115 WATTS, INPUT FREQUENCY 30 MC. SWEEP 
FREQUENCY: 30 CYCLES PER SECOND; SWEEP 
woot + & MC. 


1075/44 SAE-50-F10.000 P3-1286 
NOV. 44 


cos- 55762 ocH RASSF2368 
TUNING tNOICATOR REISAS051 
CONSISTS OF A ONE TUBE AMPLIFIER RECTI- 
FIER TUBE AND AN ELECTRON RAY TUBE (TUN- 
ENG EYE) AS THE INDICATING ELEMENT WITH 
AN ENPUT POTENTIOMETER FOR GAIN CONTROL. 
.UNPUT 115V AC OR OC. APPROX. 30 WATTS, 
FREQ. RANGE $0-35 KC. SINGLE INPUT EHH 
1D/24444 182-A 08522699 

DEC. 44 


cau- 55162 
PEDANCE APPROX. 10,000 OHMS AT UNITY PF. 


caRM- 55163 SEE BELOW 
PANORAMIC RADIO ADAPTOR 
INPUT: 1600 KC. SWEEP WIOTH + 8 KC. POWEF 
TNPUT 11071154120 VOLTS, 19 50-60 CYCLES. 
LINEAR SAWTOOTH WAVE FORM FOR SWEEP 
VOLTAGE. DESIGNEO'FOR OPERATION WITH 
-46258 OR -46259 RECEIVERS. 

WFOR USE WITH RDV, ROW 

10428/44 

NOV. 44 


RE9679 


cen- 55164 Rec 

PANORAMIC RADIO ADAPTOR 

INPUT FREQUENCY: 30 MC, SWEEP. WIDTH 

+ 3 MC. INPUTS 115 OR 230¥,. 1%, 60 TO 
70 CPS. SAME AS +55155 EXCEPT HAS DiF- 
FERENT iF COILS TO PERMIT OPERATION 
WITH ANSSPR-2, 


10/28/46 
MOV. 44 


cBR- 55165 wra 

INDICATOR RECORDER 

INDICATES ON DIAL (0-700 AND 0-2000 FA- 
THOMS) DEPTH OF WATER UNDER SUBMARENE 
AND ON A CALIGRATED CHART (0-95 FATHORS 
AND MULTIPLIED BY 20 WHEN RARK APPEARS 
AUTOMATUCALLY ON MARGIN. OF CHART)SHOWS 
GRAPHICALLY THE CONTOUR OF THE SEA 8OT- 
Vasisaa 8388 

DEC. 44 


cen- 55165 
TOM. ENERGIZED ONCE EACH SECORD A TYPE 
*10400 VISUAL AUDIBLE ALARM CNOT UN- 
CLUDED) WHEN DEPTH 1S 100 TO 200 FT AND 
BETWEEN 40 TO 100 FT. tNPUT II6S9760 AT 
75 WATTS, AND & WATTS AT £00¥ DC AND 6 
WATTS AT 3O0V OC FOR ALARK CONTROL CIR- 
CvEts. 


ceu- 55166 SFA 

REMOTE RANGE RECORDER 

“CONTAINS A SANGAMO RECORDER AND A SIGWAL 
TIMENG MECHANISM. RECORDER HAS A 1500 
AND $750 YARD RANGE SCALE. TIMING RE- 
CHANESH PROVIDES FOR FOLLOWING PULSES: § 
ASLLISECONDS AT SOO YARDS, 10 YO 100 
HILLISECOMDS AT 1800 YARDS ARD 30. to reo 
tis3saa 1018 60535 ALT 0 


cBM~ 55166 
MILLISECONDS AT 3700 YAROS. HAS CAPACITY 
FOR A $0 FT ROLL OF RECORDER PAPER. SANE 
AS +55166-A EXCEPT FOR TERMINAL PANEL 
BUHBER ING. 


cBH- 55166-A WA 

LOCAL RANGE RECORDER 

CONTAIN A SANGAMO AND A SIGNAL TIMING 
MECHANISM. RECORDER HAS A 1500 ANDO 3750 
YARD RANGE SCALE. TIMING MECHANISM PRO- 
ViOES FOR FOLLOWING PULSES: 5 MILISECOND 
AT 600 YAROS, # TO 300 MILSSECONDS AT 
1500 YAROS 8 50 TO 200 MILISECONDS AT 
1173/44 1012A 60393 

DEC. 44 


cen55166-4& 
3700 YARDS. HAS CAPACITY FOR A 50 FT 
ROLL OF RECORDER PAPER. SAME AS -55166 
EXCEPT FOR TERMINAL PANEL NUMBERENG. 


CtA- 55167 DBA 

BEARING INDICATOR 

PROVIDES VISUAL SEARING AND SENSE IDICA- 
TIONS IN SUCH A MANNER THAT THE RADIO 
BEARING CAN BE READ (N DEGREES ON THE 
AZOMUTH SCALE. 


v14s9744 
DEG. 44 


cvF- 55168 tu-2 

CAMP INDICATOR UNIT: 

CONSISTS OF A 6 VOLT BAYONET TYPE LAMP, 
SOCKET, LAMP SHIEtD AN AN CONNECTOR TO 
FIT TRANSMITTING ANTERNA OUTPUT OF MODEL 
ABA-t. 


11/9/44 SKETCH 


JAB. 45 


cru- 55169 pen 

BEARING INDICATOR 

SUPPLY: 315/1/60. CONSISTS OF A VIDEO 
AMPLIFIER, 2 POWER SUPPLIES, 5" CR TUBE, 
BEAM MODULATOR CIRCUIT, AVC CIRCUIT, 
TRUE BEARING INDICATOR. RECEIVES SIG- 
NALS FROM A RECEIVER SUCH AS AN/SPR-1 

OR AN/SPR-2, AMPLIFIES THEN AND PRESENTS 


11/21/44 M4105 CFHsM-4108-C261 
JAN. 45 ALT. © 
crH- 55169 


THEM AS A PATTERN ON CR TUBE. ALSO PRO- 
VIDOES 110V DC TO ANTENNA ORIVE MOTORS 
AND ANTENNA RELAYS. 


cen- 55170 wWHC-2 
INDICATOR-AMPLIFIER UNIT: 

CONSISTS OF ONE CBM-20059-D RECTIFIER 
POWER UNIT, ONE C8H-46082-8 RECEIVER 
AMPLIFIER. AND OWE CBM-S5T13-A INDIC- 
ATOR-RECORDER. 


11/30/44 843-C 60487 
san. 45 : aT oO 


cAN- 55171 SEE BELLOW 

BEARING & RANGE RECORDER? 

SUPPLY: 015/1/60. (NCLUBES BEARING 
SCALE. READING 190-°215-270-315-000-045- 
090-135-170 DEGREES ANO A 0-600 YARD 
RANGE SCALE. PLYBACK CIRCUIT CONNECTED 
“VIA HASN SWITCH TO EXTERNAL CONTACT DE- 
wWFOR USE WITH WCA SERIES 

12/18/44 

JAN. 45 


VIGE WHEN GEAR SHIFT can- 55174 


LEVER FS IN LONG SCALE POSITION. TRANS- 
MITTING CONTACTS COMNECTED THROUGH MAIN 
SWITCH TO KEYING CIRCUIT OF AN ECHO RANG- 
ING EQUIPMENT WHEN GEAR SHIFT LEVER 1S Jk 
SHORT SCALE POSITION. CHART SPEED HAS 
LONG SCALE SPEED OF .005"/SEC ANO SHORT 
SCALE SPEED OF -OS15"/SEC. DOWELL OF 
CLUTCH MAGNET RELAXATION CIRCUIT tS 0.25 
TO 0.30 SECONDS. 


cev- 55172 080 
TAPE RECORDER: 
OPERATES AT 3/8"/ MINUTE. SUPPLY: 110/17 
60. ARMATURE HAS DOU3LE WINDING COIL. 
RECORDS OUTPUT OF TYPE -50214 OC AMP- 
CUFUER. 


RE TSA 854 


12/19/44 
JAN. 45 


cre- 55173 cxot 
VISUAL RECORDER: 
SUPPLY: 115/1/60. GIVES A MARK SHEEP OF 
180° OR 270°, INCLUDES SYNCHRONOUS MOTOR 
WHICH DRIVES ROLLER AT 900 RPM. RECORD- 
ING MADE ON UNTREATED PAPER APPROXIKATE- 
LY 8" WIDE AT RATE OF 6" PER MINUTES 
(150 LINES PER INCH). MARKING ON PAPER 
42/20/44 

JAR. 45 


V6RG CRED 


CrF- 55173 
MADE BY POTENTIAL DIFFERENCE WHICH BURNS 
PAPER. 


ctF- 55174 Pq T6RGCRE) 


VISUAL RECORDER 

SUPPLY: 11541460. GIVES A MARK SWEEP OF 
180° OR 270°. tNCLUDES SYNCHRONOUS HO- 
TOR WHICH DRIVES ROLLER AT 900 RPM AND 
AMPLIFCER, WHICH AMPLIFIES OUTPUT YOLT- 
AGES BETWEEN 10 VOLTS AWD 160 VOLTS OF 
MODELS ROC, RDG OR ROH PANORAMIC SEARCH 
W71B745 = RAI28 

RAR. 45 


CTF- 55174 
RECEIVERS. OUTPUT VOLTAGES RANGE BETWEEN 
30 AND 450 VOLTS. SINtLAR TO CTF*50173 
WITH CTF-50215 AMPLIFIER ADDED. 


CTF- S5174-A PG~1 

VISUAL RECORDER 

SUPPLY: 11541760. GIVES A MARK SWEEP OF 
180° OR 270°. §NCLUDES SYNCHRONUOUS HOT - 
OR WHICH DRIVES ROLLER AT 900 RPM AND 


AMPLIFUER WHICH AMPLIFIES OUTPUT VOLT- 
AGES BETWEEN 10 VOLTS & 150 VOLTS MODELS 
ROC, ROG OR ROH PANORAMIC SEARCH RECEIV- 
3/5/45 Rates 

45 
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CTF-55174-a 
ERS. OUTPUT VOLTAGES RANGE BETWEEN 30 & 
450 VOLIS. SAME AS TYPE -55174 VISUAL 
RECORDER EXCEPT FOR MINOR MODIFICATIONS 
SYCH AS CHANGE IN RUNNERS OF CHASSIS TO 
BRASS, NEW SCREWS, FLANGE ADDED TO COUP- 
LENG BETWEEN MOTOR & GEAR 80X, 3 POSI- 
TION SWITCH FNSTESO OF 5, OLFFERENCE IN 
VALUE OF I RESISTOR. 


cFE- 55175 DAS-4 

INOICATOR 

GENERATES TIMING INTERVALS OF DIFFERENT 
DURATIONS THROUGH FREQUENCY DIVIStORK, 
UNCLUOES CATHODE RAY OSCILLOGRAPH WHICH 
RECEIVES THESE SIGNALS AND SIGNALS FROM 
RECEIVER; ENDECATES TIME DIFFERENCE BE- 
TWEEN THE TWC.ENPUT 115/1/60, 1.74 AMPS, 
1419745 300.551 

MAR. 45 


cre- 55175 
$80 WATTS. SIMILAR TO TYPE -SS5SI16-A3 
MECHANtCALLY tNTERCHANGEASLE BUT NOT 
ELECTRICALLY. 


camM- 55176 dam-i 

BEARING INDICATOR? 

RECEIVES PULSES, CW OR MCW SIGNALS FROM 
EIVER aND CONVERTS THEM TO BEARING 
1HEQRMATEON IN FORM OF A PRESENTATION 
OF ANTENNA PATTERN ON THE CATHODE RAY 
TUBE. HAS RELATIVE ANG TRUE BEARING [N- 
OICATOR DIAL. INPUT -100 TO #30 VOLTS, 


2/1/45 10386 SK~1002-A 
WAR. 45 ALT 0 

cem- 55176 
60 CYCLES 350 WATTS MAX. 
RQ- 55177 GFH ‘ 
BEARING RECORDERS 
SuPPLY: 115/1/60, BEARING SCALE READS 


190-215+270-315-000-045-090-135-170 DE- 
GREES. FLYSACK CIRCULT CONNECTED VIA 
MAIN SWITCH TO EXTERNAL CONTACT DEVICE 
WHEN GEAR SHIFT LEVER 1S ON LONG SCALE 
POSITION. SIMILAR TO -SSI71 EXCEPT MOO!- 
2/23/45 

MAR. 45 


RQ-55177 
FIED TO OPERATE WITH THE TYPE -50t64 
AMPLIFIER AND EL(HINATEON OF RANGE SCALE. 


cHt- 55178 ROH RE 13A S55B 
OISPLAY UNIT? ADDENDUM ft 
INPUT: 116 + 103/1/55 TO 65. UNIT IN- 
CLUDES SCP7 CATHODE RAY TUBE WITH A 
SCALE 1 3/4 TIMES THE MENINUM CATHODE 
RAY TUBE RADIUS IN LENGTH & DIVIDED IN- 


FIRST ASSIGNED FOR on LAR OTION 


DEER AHON 


CHL- 55178 
TENTH OIVISION TWICE AS LONG AS ENTER=- 
MEDIATE MARKS. LONGEST MARKS NUMBERED 
FROM "O" TQ "100" ff STEPS TEN FROM 
LEFT. HAS INTENSITY CONTROL, FOCUS CON~ 
TROL, ON-OFF SWITCH, FUSES AND PILOT 
LIGHTS. CONTAINED IN CABINET. SHOCK 
MOUNTED. 


RA- 55179 DAJ-a 

AUTOMATIC BEARING INDICATOR: 

HAS $" CATHODE RAY TUBE. INCLUDES 
110/1/60 MOTOR FOR ROTATING GONIOMETER 
AND MAGNETIC FIELD. SIMILAR TO ~55146 
EXCEPT MOTOR, MOTOR CASTING ANO MOUNT- 
(NG FEET ARE SAME AS TYPE -55084, 


3/9/45 
HAR. 45 


cot- 55180 NXgr-86315 

TUNING INDICATOR 

POWER INPUT: 100 TO 130V AC OR OC; 0.2 
AMPS AT J15V¥, FREQUENCY RANGE: 7 xC TO 
70 KC. CONSISTS OF A TWO-STAGE AMPLIFI- 
ER, RECTIFIER TUBE, & AN ELECTRON RAY 
TUBE CTUNING EYE) AS THE INDICATING ELE- 
MENT WITH AN INPUT POTENTIOMETER FOR 
4/19/45 283Ad 

MAY 45 


cot- 55180 
GAIN CONTROL. GATN CONTROL ON FRONT 
PanHE€L iS SET TO CLOSE INOICATOR SHADOW 
TO FIRE LINE WITH EQUIPMENT TRAINED AND 
TUNED FOR MAXIMUM. 


can- 55181 NXsvr-93139 RES3OSA 

RANGE CORODER MODIFIED 
INPUT; 115/1/60, APPROXIMATELY 75 WATTS. 
HAS RESTRICTED RANGE OF 600 YAROS. FLY- 
BACK CAUSED BY A FIXED CONTACT AT MAXt= 
MUM EXCURSION OF STYLUS CARRIAGE. HAS 
VARIABLE KEYING; 3-30 MILLISECONDS, AD- 
JUSTED INTERNALLY. MOUNTING AND OUTLINE 
4/19/45 

MAY 45 


CAN- 55181 
DIMENSIONS ARE IDENTICAL TO TYPE CAN- 
55171, BUT UNIT 1S NOT INTERCHANGEABLE 
with OT. 


cen- 55182 RES 16A22 CRED 
PANORAMIC RADEO ADAPTER 

INPUT: THSY, 1 PHASE, 60 CYCLES. !NPUT 
FREQUENCY: 30 MC. MAXIMUM SWEEP WIDTH 6 
MC TYPE "A" ADAPTER, RESOLUTION, AT MAX- 
IMUM SWEEP WIDTH, BETWEEN 180 KC AND 90 
KC. BAND PASS AMPLIFYING STAGE, PEAK 
4/24/45 CPN: P4-1746 

MAY 45 REV O 


CPN- 55182 
FREQUENCY OF 30 MC. SENSITIVELY NOT LESS 
THAN 1/4" DEFLECTION FOR A 1000 MICRO- 
VOLT SIGNAL FREQUENCY OF 30 MC APPLIED 
WITHOUT ISOLATING RESISTOR & CAPACITOR. 
MOUNTS IN TYPE -10528 MOUNTING RACK, 


cw 55183 Q0A 

RECORDER AND CONTROL CONSOLE 

CONSISTS OF A SLOPING FRONT CONSOLE 
MOUNTED ON A STAND. HOUSES A SINE ANGLE 
DEPTH RECORDER WITH CONTROLS. CONTROL 
FOR TILTING PROJECTOR, AN OSCILLOSCOPE 
TO GIVE DEPTH DEVIATION INDICATION, AND 
MISCELLANEOUS INDICATORS AND CONTROLS. 
4/28/45 D-171075 BX-158700 

HAY 45 tssuE 1 


cWw- 55184 QDA 

REMOTE DEPTH AND RANGE 

RECGROER? CONSISTS OF A BULKHEAC MOUNT= 
ED WEATHERPROOF HOUSING CONTAINING 2 
SYNCHRO-ORIVEN DRUM TYPE DIALS WHICH RE- 
PEAT tNFORMATION ON "TARGET DEPTH" ANO 
MHORIZONTAL RANGE". BEPTH DIAL CALIBRAT~- 
ED IN INCREMENTS OF 10 FT. FROM 0 TO 


4/28/45 0-171639 BxX-288462 
MAY 45 ISSUE O 
cw- 55184 


1500 FT. & HORIZONTAL RANGE DIAL CALI- 
BRATZIO IN INCREMENTS OF 25 YOS FROM O 

TO 4000 YARDS. HAS 3 F SYNCHROS 70 ORIVE 
DIALS. INCLUDES VARTASLE OFAL ILLUMINA 
TION -OF RED LIGHT TYPE WITH LAMPS WHICH 
INDICATE WHEN THE QDA AND ECHO TIHE RE- 
CORDERS ARE FUNCTIONING. 


cwr- 55185 RBU-2 TGATZ2(RED 
PANORAMIC ADAPTER 

INPUT: 115 OR 230/1/60, 0.5 AMPS, 60 
WATTS CAT LESV). INPUT FREQUENCY 490 KC. 


SWEEP WIDTH + 25 KO. SIMILAR TO TYPE 

-S$5088-A EXCEPT CASE IS WIDER, THO HAN- 
OLES ON FRONT PANEL HAVE BEEN ADDED, AN® 
SLIGHT CHANGES IN ELECTRICAL COMPONENPS 


4/28/45 
HAY 45 
cwF- 55185 
HAVE BEEN MADE. 
cwF- 55186 RBV-2 TEATZCRED 


PANORAMIC ADAPTOR 

INPUT: 115 OR 230/1/60, 0.55 AMPS, 60 
WATTS CAT 115V). INPUT FREQUENCY 400 KC. 
SWEEP SIOTH + 50 KC. SIMILAR TO TYPE 
-55089-A EXCEPT CASE IS WIDER, TWO HAN- 
OLES ON FRONT PANEL HAVE BEEN ADDED, AND 
SLIGHT CHANGES IN ELECTRICAL COMPONENTS 
4/28/45 

HAY 45 


cwF- 55786 
HAVE BEEN MADE. 


cwF- 55187 Rew-3 
PANORAMIC AOAPTOR 
INPUT? 115 OR 250/1/60. 0.56 AMPS, 60 
WATTS CAT 115V),. INPUT FREQUENCY 5.25 
MC. SWEEP WIOTH + S00 KC. SImtlar 10 
TYPE -$5090-8 EXCEPT CASE IS WIDER, TWO 
HANOLES ON FRONT PANEL HAVE BEEN ADDED, 


T6ATICRE) 


TO 100 OSVESIONS WITH EVERY FEFTH OFVI- CANCELLED AND SLIGHT CHANGES ih ELECTRICAL COM- 
SION MARKED SLIGHTLY LONGER & EVERY 4/28/45 
3/1/45 MAY 45 
MAR. 45 
ASSIGNED ASSIGNED 
assuED ISSUED 
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cwE- 55187 
POHERTS HAVE BEEN MADE. 


cPH- 551488 RES 16422 (RE) 
PANORAMIC RADtO ADAPTER 

tNPUT: §$15V, 1 PHASE, 60 CYCLES. UNPUT 
FREQUENCY 30 MCw MAXIMUM SWEEP WIDTH 30 
MC. RESOLUTION, AT MAXIMUM SWEEP WHOTH, 
BETWEEN 360 KC AND 90 KC. BAND PASS ANP- 
LEFYING STAGE. PEAK FREQUENCIES: 27.5 
AND 32.5 BC. SENSITIVETT NOT LESS THAR 


§73445 CPNSP4-1746 
JUN. 45 REv. 0 
ceN- 55188 


1/4" DEFLECTION FOR A 1000 MICROVOLT 
SIGNAL FREQUENCY OF 30 MC APPLIED WITH- 
OUT ISOLATING RESISTOR AND CAPACITOR. 
MOUNTS ON TYPE -+0528 MOUNTING RACK. 


crv- 55489 Fx 

HNDICATOR UNIT 

ON STUDENT'S SIDE HAS STANDARD COMPASS 
AND “BUG" REPEATER WSTH LEVER TYPE 
TRAINING HANOLE. ON INSTRUCTOR'S SIDE 
HAS PROBLEM ENDICATOR SHOWSNG THE RELA- 
TAVE POSETEONS OF OWN SHIP HETH TARGET 
VESSEL. INCLUDES HAND TRAINING WHEEL FOR 


6/8/45  Mb-16807 w-308590 
JUN. 45 sus 0 
crv- 55189 


TRAINING THE CURSOR TO READ TRUE BEAR- 
{NGS OF THE TARGETS FROM OWN SHIP. the 
CLUDES VARIOUS SWITCHES TO SET UP PRO- 
BLEMS. A MOTOR DRIVES BALL SALVER ME- 

GMANISM. INCLUDES BUILT-IN LOUDSPEAKER. 


em- 55190 ata 

ENDICAFOR UNIT 

CONTAINS HIGH VOLTAGE SUPPLY FOR OPERA- 
TION FROM 4115/1760, NECESSARY SWEEP CIR- 
CUITS AMO UNTENSETY AMPLIFIER. REGULATED 
AND UNREGULATED SWEEP VOLTAGES ARE OB- 
TAINED FROM RECERVED UNIT. CONTAINS 7° 
CATHODE RAY TUBE (78P7) WITH LONG PER- 


5/24045 CHIASXX-35Q9t 
JUN. 45 iss. 2 
tu- 55190 


SISTENCE SCREEN. 
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